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WOODWAY History  
 
WOODWAYôs history begins in Germany in 1974. Willi Schoenberger, a technical director in charge of planning a 
fitness center, noticed that the most important piece of equipment, the treadmill, didnôt meet the most important 

requirements: a mechanically sound machine that is designed to meet human needs. 
 

He envisioned a comfortable walking surface that didnôt interfere with the natural biomechanics of running or 

walking. Also, he wanted a transportation system which eliminated the friction associated with conventional co n-
veyor-belt treadmills. After intensive research, and trial and error (and in cooperation wit h the Deutsche 

Sporthochschule in Cologne, Germany), Willi developed and patented a very unique and revolutionary treadmill 
design. 

 
In 1975, WOODWAY GmbH was founded in Weil am Rhein, Germany. The name ñWOODWAYò is derived from the 

German ñWaldwegò (ñWaldò = wood and ñWegò= way), the feel of running on a soft pine needle covered path in 
the forest.  

 

In 1983, a manufacturing license was awarded to Sakai Medical, for the use of WOODWAY technology in the Japa-
nese marketplace. 

 
In 1988, a U.S. license was granted to a small, well -established manufacturing company in Waukesha, Wisconsin. 

WOODWAY USA was formed when the U.S. incarnation of the WOODWAY was developed and completed in 1990. 
WOODWAY USA is proud to be the primary manufacturer of WOODWAY treadmills worldwide, exporting treadmills 

for international distribution, in addition to serving our domestic customers and clients.  
 

Today, WOODWAYôs design and manufacturing facilities in the United States, Germany, and Japan make 

WOODWAY the largest specialized treadmill manufacturer in the world. Constant enhancements in quality, design, 
and function are shared and implemented by all three WOODWAY manufacturers. 

 
As WOODWAY moves forward, attention to product quality, innovation, and customer service are at the for efront of 

our efforts. Along with our treadmills, other products, services, and strategic relationships are being developed so 
as to keep WOODWAY on the leading edge as we meet fitness training, testing, and rehabilitation needs.  
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1  Safety  

1.1  Important Safety I nstructions  

The treadmills have been reliably designed, manufactured, and tested according to the 
latest state of technology and are in safe and technically perfect condition. Nevertheless, 

the devices can cause risk to persons and property if operated improperly. 

For this reason, the operating instructions should be read completely and safety instru c-
tions must be observed. 

Warnings attached directly to the device must be observed and kept in a legible cond i-
tion.  

Inappropriate use will result in the reject ion of any liability or guarantee claims by 
WOODWAY. 

A safety sign has been included with your treadmill. It is the responsibility of the owner 
to post this sign in a visible area near the machine.  

All WOODWAY treadmills are built to the specifications of and are intended for both 
commercial and residential use. 

Read all instructions before using the treadmill.  

DANGER- To reduce the risk of electrical shock: 

¶ Do not modify the plug provided with the treadmill. It is equipped with a grounded 

power cord. If it  will not fit in the outlet, have a proper outlet installed by a qualified 
electrician. 

¶ Never operate this appliance if it has a damaged cord or plug, if it is not working 

properly, or if it has been damaged. Contact WOODWAY or authorized service agent 
for servicing or assistance. 

¶ Do not use any adapters, especially those without grounding provisions. Doing so 

could potentially result in electrical shock. 
¶ Do not operate motorized treadmills in damp or wet locations.  

¶ Do not operate the heart rate monitor tra nsmitter in conjunction with an electrical 

heart pacemaker. The transmitter may cause electrical disturbances. 

¶ Always unplug the treadmill immediately after using and before cleaning or servi c-

ing. 
¶ Do not soak the treadmill surfaces with any liquid; use a s prayer or damp cloth.  

¶ Keep all electrical components, such as motor, power cord, and power switch away 

from water.  

¶ Do not place any open liquid containers on any part of the treadmill. The use of 

sport bottles with closeable tops is acceptable. 
¶ Do not attempt to service your treadmill yourself without first contacting WOODWAY 

Service. 

¶ Consult your physician before beginning Always keep the running surface clean and 

clear of obstructions 

CAUTION :  

¶ Any exercise program, especially if any of the following perta in to you: history of 

heart disease, high blood pressure, diabetes, chronic respiratory disease, elevated 
cholesterol, smoker, experiencing any other chronic disease or physical impairments. 

¶ Pregnant women should consult their physician before beginning an exercise pro-

gram. 
¶ If you experience dizziness, chest pain, nausea, or any other abnormal symptoms 

while using the treadmill, stop training immediately. Consult a physician before co n-

tinuing.  
¶ A qualified mechanic should perform any service or repair work. It is preferable that 

mechanics have successfully completed WOODWAY factory-authorized service school 

or equivalent. 
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WARNING - To reduce the risk of injury to you and others:  

¶ Dynamic Mode- The treadmills have the ability to be used in a free -wheel (non-

motorized) mode. This allows the user to manually control the speed of the belt and 
disengages the belt. Never leave the treadmill in Dynamic Mode, as users unaware 

of freewheel mode may inadvertently accelerate the belt.  
¶ If the treadmill is stopped while i n use at an incline (e.g. emergency stop switch ac-

tivated, safety lanyard pulled, loss of power, etc.) the belt may freewheel. The userôs 

weight and gravity can lead to inadvertent belt acceleration.  
¶ Always press the STOP button to end the workout.  

¶ Never leave the treadmill unattended while a workout is in progress.  

¶ Set up and operate the treadmill on a solid, level surface.  

¶ Use the treadmill only for its intended purpose as described in the manual. Do not 

use attachments not specified by the manufacturer.  

¶ The treadmill should never be left unattended when plugged in. Unplug the treadmill 

from the outlet when not in use and before cleaning or servicing.  
¶ Do not operate the treadmill outside.  

¶ To disconnect the treadmill, turn all controls to OFF position then  remove the plug 

from the outlet.  

¶ Connect the treadmill to a properly grounded outlet only. See Grounding Instru c-

tions. 
¶ Keep all loose clothing and towels away from the running surface. It is also i m-

portant that shoe laces do not extend beyond the bottom o f the shoe. 

¶ Keep the area behind treadmill clear and at least 78ò (2 m) from walls or furniture. 

¶ Keep hands away from all moving parts. 

¶ Never leave children unsupervised while on or near the treadmill.  
¶ Inspect the treadmill for worn or loose components pri or to use. Tighten or replace 

any worn or loose components prior to use.  

¶ Read, understand, and test all emergency stop procedures. 

¶ Always use the emergency safety pull cord supplied with the treadmill. It can be 

clipped to an article of clothing while trai ning. This is for the userôs safety in case of 
an emergency. 

¶ WOODWAY treadmills are built to handle runners weighing up to 800 lbs. (360 kg) 

at speeds between 0-4 MPH (0-6.5 km/h) and 400 lbs. (180 kg) at speeds greater 
than 4MPH (6.5 km/h) . 

¶ The treadmill running belt might not stop immediately if an object becomes caught 

in the belt or rollers.  

¶ WOODWAY recommends that facilities utilizing high speed/over-speed training appli-
cations or special applications, or those that have users who are elderly, are chil-

dren, or have health limitations, use a safety gantry harness. The manufacturer 

declines any liability for personal injury and/or property damage which could have 
been avoided with the use of a gantry harness system. 

¶ Care should be taken when mounting and dismounting the treadmill. Never mount 

or dismount the treadmill while the running belt is moving. Use the handrails and 
handlebar whenever practical or necessary. 

¶ Wear proper athletic shoes with rubber or high -traction soles. Do not use shoes with 

heels or leather soles. Ensure no stones are embedded in the profile of the soles. 
¶ Allow several minutes to bring your heart rate into the training zone depicted in the 

manual. Walk slowly after your workout to allow your body sufficient time to cool 

down and your heart rate to decrease.  
¶ The safety and integrity designed for the machine can only be maintained when the 

treadmill is regularly examined for damage and/or wear and repaired if necessary. It 

is the sole responsibility of the user/owner or facility operat or to ensure that regular 
maintenance is performed. Worn or damaged components should be replaced im-

mediately or the treadmill should be removed from service until the repair is made. 
Only manufacturer-supplied or approved components should be used to maintain 
and repair the treadmill.  

SAVE THESE INSTRUCTIONS  
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1.2  Description of Warning Notices  

Warning notices indicate potential hazards or safety risks. They are indicated in this 
manual by a color-coded signal word panel (symbol with the appropriate signal word).  

All warning notices have the same design and the same standardized content design. 

Sample of a Warning Notice  

 SIGNAL WORD 

Warning Text, Type, and Source of Danger  

Description of the consequences of ignoring the danger 

Ʒ Measures, instructions, and forbidden actions to avoid the hazard 
Ʒ Further measures 

 

Classification  

NOTE 
NOTE or ATTENTION (no danger symbol)  

No risk of injury, pertinent information and warning 
against material damage 

 

 CAUTION 
CAUTION (with danger symbol)  
Slight possibility of injury  

 

 WARNING 
WARNING (with danger symbol)  
In a dangerous situation, serious accident possible 

with the possibility of injury or death  
 

 DANGER 
DANGER (with danger symbol)  

In the event of an accident, immediate danger of 

death or serious injury  
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1.3  Safety Notices on Device  

The treadmills are equipped with the following listed safety markings. Replace the safety 
stickers if they become damaged or illegible. Safety-relevant information is identified u s-

ing the following stickers:  

1.3.1  4Front  / Pro / Pro XL  

 

Protective Ground Wire C onnection  

Motorized treadmills are electric devices in 

protection class I. Proper ground wire 
connection must be ensured. This notice is 

located inside the housing of the treadmill.  

 

Warning EMERGENCY OFF Magnet  

If the device is not in use, the 

EMERGENCY OFF magnet with safety line 
and clip are to be stored out of the reach 

of children. 

 

Notice on EMERGENCY OFF Magnet  

Information sign on attaching the safety 

cord to the user, as well as for storing the 
EMERGENCY STOP magnet with the safety 

cord and clip out of the reach of children 
when not in use.  

 

Notice on Display 4Front, Left Side  

To prevent injury, stand on the side panels 
prior to starting the device. Read the 

operating instructions prior to use. Consult 
your trainer/therapist prior to u se. Stop 

training immediately if you feel dizzy or 

exhausted. 

 

Notice on Display 4Front, Right Side  

The heart rate indicator is exact (if used). 
Overtraining can lead to serious injury or 

death. Stop training immediately as soon 
as you feel exhausted. 

 

Safety Notice for Fuse Change  

To prevent fire hazard, only replace fuses 

with the same type and power fuses. 
Remove the device from the mains before 

changing. This notice is located near the 

fuse inside the body of the treadmill.  
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Warning to Not Tensio n Belt  

To prevent incorrectly tensioning running 

belt and causing damage or injury, call 

WOODWAY for proper instruction or to set 
up an appointment with a service techn i-

cian. This is located just inside the tread-
mill side covers. 

 

Warning on Power Cord  

To reduce the risk of injury from moving 

parts, unplug the treadmill before servi c-
ing. Use time-delay fuses if applicable.  

 

1.3.2  Desmo / ELG  

 

Protective Ground Wire Connection  

Motorized treadmills are electric devices in 

protection class I. Proper ground wire 
connection must be ensured. This notice is 

located inside the housing of the treadmill.  

 

Warning EMERGENCY OFF Magnet  

If the device is not in use, the 
EMERGENCY OFF magnet with safety line 

and clip are to be stored out of the reach 

of children.  

 

Notice on EMERGENCY OFF Magnet  

This is an information sign on mounting 
the EMERGENCY OFF magnets and for 

securing the safety line to the user.  

 

Danger Due to Electric Voltage  

This symbol warns the user of dangerous 

voltage inside the device via the safety 
sticker on the electrical cover. (Desmo) 
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Notice on Display PTB/STD Left Side  

Consult your physician or trainer before 

using the treadmill.  

 

Notice on Display PTB/STD Rig ht 
Side  

Stop training if you do not feel well or are 
out of breath.  

 

Notice on Bottle Holder  

To prevent injury, stand on the side panels 
prior to starting the device. Read the 

operating instructions prior to use.  

 

Warning to Not Tension Belt  

To prevent incorrectly tensioning running 
belt and causing damage or injury, call 

WOODWAY Service for proper instruction 
or to set up an appointment with a service 

technician. This is located just inside the 

treadmill side covers. 

 

Warning on Power Cord  

To reduce the risk of injury from moving 
parts, unplug the treadmill before servi c-

ing. Use time-delay fuses if applicable.  

 

1.3.3  Mercury / Path  

 

Protective Ground Wire Connection  

Motorized treadmills are electric devices in 

protection class I. Proper ground wire 
connection must be ensured. This notice is 

located inside the housing of the treadmill.  

 

Warning EMERGENCY OFF Magnet  

If the device is not in use, the 
EMERGENCY OFF magnet with safety line 

and clip are to be stored out of the reach 
of children.  
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Notice on EMERGENCY OFF Magnet  

This is an information sign on mounting 

the EMERGENCY OFF magnets and for 

securing the safety line to the user.  

 

Notice on Display PTB/STD Left  Side  

Consult your physician or trainer before 
using the treadmill.  

 

Notice on Display PTB/STD Right 
Side  

Stop training if you do not feel well or are 
out of breath.  

 

Danger Due to Electric Voltage  

This symbol warns the user of dangerous 
voltage inside the device via the safety 

sticker on the electrical cover. 

 

Notice on  Bottle Hold er  

To prevent injury, stand on the side panels 
prior to starting the device. Read the 

operating instructions prior to use.  

 

Warning to Not Tension Belt  

To prevent incorrectly tensioning running 

belt and causing damage or injury, call 
WOODWAY Service for proper instruction 

or to set up an appointment with a service 
technician. This is located just inside the 

treadmill side covers. 

 

Warning on Power Cord  

To reduce the risk of injury from moving 
parts, unplug the treadmill before servi c-

ing. Use time-delay fuses if applicable.  
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1.4  Personnel Qualifications and Responsibilities  

 WARNING 
Danger due to Improper Use!  

Improper handling of the device can lead to serious personal injury and prop-
erty damage. 

Ʒ The device may only be operated by persons who have received instruc-

tions from qualified service personnel. 
Ʒ WOODWAY recommends the use of a training record  

(see Section Error! Reference source not found.  Page Error! 
Bookmark not defined. ) for proof of instruction.  

The representative is the person or company that is responsible for setting up, using, 

and maintaining the device. 

The representative of the treadmi ll is responsible for the regular maintenance and test-
ing as required by law. They are also obligated to provide adequate training/instruction 

to the operating personnel. WOODWAY recommends the training be carried out by a 
trained and authorized WOODWAY dealer or service partner.  

Operators of treadmills for medical applications are persons who use the device and 
have the "power of control" over the device. This can be a therapist, sports physician, or 
any other supervisor. The operator of a medical device is any person who - regardless of 

qualifications - independently uses a medical product in the commercial sector. 

The operator is personally responsible for the safety of the user (e.g. patient, test su b-
ject, athlete). Due to the high degree  of responsibility these persons have a special obli-

gation to provide information on all aspects of safety of the device and its intended use.  

1.5  Intended Use  

 WARNING 
Danger from Improper Use!  

Any improper use and/or other use of the device can lead to dan gerous situa-

tions with significant personal injury and/or property damage.  

Ʒ Only use the treadmill for its intended use.  

Ʒ Avoid excessive training, as this can lead to injury.  

Ʒ Read and strictly adhere to all information in the operating instructions.  

All listed treadmill types are motorized. They serve to train athletic running training, to 

increase stamina and physical fitness, and can be used for running or walking. Please 

note that all treadmills that are listed in this manual are athletic training equipment, 
which according to EU regulations are not to be used for medical applications.  

The operating instructions are an integral part of the treadmill and are to be available to 
all users at all times. The exact observance of the instructions is a prerequisite for the i n-
tended use of the WOODWAY treadmill. 

 

 WARNING 
Risk of Injury Through Risk of Falling!  

The motorized treadmill presents the danger of falling.  

Ʒ Familiarize yourself with treadmill operation and operating principles b e-
fore the first trai ning. 

Ʒ Always use the safety handrail when mounting and dismounting and when 
starting training.  

Representative  

Operator  
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ATTENTION 
Claims to the manufacturer of any kind due to damage from improper use are 
excluded.  

The representative alone is liable for all damages resulting from improper use. 

1.6  Unauthorized Modes of Operation  

The treadmill may only be used for the aforementioned intended use. Any additional u s-

es may result in serious personal injury and/or property damage.  

The following restrictions and prohibitions must be s trictly adhered to:  

¶ Treadmill may not be used without prior instruction by qualified personnel.  

¶ Children may not use the device or be left near the device unattended.  

¶ Animals and children may not use the device or be left near the device unattended 

(Exception: see "Application Options for Children" Section Error! Reference 
ource not found.  Page Error! Bookmark not defined. ).  

¶ Use of the treadmill under the influence of alcohol,  drugs and/or narcotics is prohib-

ited.  

¶ The treadmill is not intended to be used by persons weighing more than 800 lbs. 

(360 kg) when walking at speeds up to 4 mph, or more than 400 lbs. (180 kg) 
when running at speeds exceeding 4 mph. 

¶ Transportation of objects on the treadmill is not allowed.  

¶ Walking surface is not suited for the use of running shoes with spikes or studs.  

¶ It is forbidden to use the treadmill without its side rails or with walking poles.  

¶ The operation of WOODWAY slat belt treadmills outside of the named ambient con-

ditions in the section "Setup & Installation" (temperature, humidity, air pressure) as 

well as outdoors (i.e. outside of closed rooms) is not allowed.  

¶ For people with health limitations or contrai ndications, the use of a treadmill wit h-

out prior consultation by a health care professional is prohibited. 

¶ When stepping onto the treadmill, during walking exercises, and when stepping off 

of the treadmill the safety instructions in this manual must be observed. Here, the 

following restrictions apply:  

o Never jump onto the moving belt  

o Never jump off while the device is moving  

o Never jump off of the front  

o Never stop walking when the belt is moving  

o Never turn around when the belt is moving  

o Never walk sideways or backwards 

o Never set the stress level (speed) too high 

 WARNING 
Unauthorized Use Can Cause Injury!  

Using the treadmill in a manner not authorized by WOODWAY can be poten-

tially hazardous. 

Ʒ Only use the device for its intended use as described in the manual. 
Ʒ Do not use unauthorized replacement parts or accessories that could inter-

fere with the functionality or safety of the device.  
Ʒ Always use the safety handrail when mounting and dismounting and when 

starting training.  

Ʒ If the device is damaged or not functioning properly, do not use until it 
has been inspected and/or repaired by qualified and authorized personnel. 
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2  Introduction  

2.1  Operating Instruction s Information  

This manual provides information on the safe operation of the WOODWAY slat belt 
treadmill.  

A condition for safe operation is compliance with all safety and operating instructio ns. 

 

Read and Observe the Operating I nstructions!  

 

Read these instructions carefully before beginning any work on 
the treadmill. It is a part of the device and must be kept acces-

sible at all times and in the immediate vicinity of the treadmill 
for operating and maintenance personnel. 

 

WOODWAY accepts no liability for accidents, equipment damage, and consequences of 
equipment failure that are a result of failure to follow the operating instructions. In 

addition, local accident prevention regulations and general safety conditions for intended 
use of the treadmill apply.  

The manufacturer reserves the right to make technical changes in the context of impro v-
ing the performance properties and further development without prior notice. Illustr a-
tions are for basic understanding and may differ from the actual design of the device.  

Accessories from other suppliers have further safety regulations and guidelines which 
must also be observed. WOODWAY accepts no liability for accidents, equipment dam-
age, and personal injury caused by the use of accessories from other suppliers. 

2.2  Limitation of Liability  

All information and instructions in this manual have been compiled in accordance with 
applicable standards and regulations, the current state of technology , and our 

knowledge and experience.  

WOODWAY accepts no responsibility for damages resulting from: 

¶ Disregarding the operating instructions 

¶ Improper use 

¶ Use by non-authorized persons 

¶ Use of replacement parts which were not approved by WOODWAY 

¶ Unauthorized modifications to the device or accessories 

WOODWAY general terms and conditions and delivery conditions apply, as well as the 
legal regulations valid at the time of contract conclusion.  

  

 CAUTION 
Improper Operation Can Cause Accidents!  

Not using the treadmill as intended according to the manufacturer's instru c-
tions can cause accidents and equipment damage. 

Ʒ These operating instructions must be completely read and understood be-

fore using the treadmill.  
Ʒ Keep these instructions close at hand for all users of the device. 

Observe the 
I nstructions  
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2.3  Copyright  

The release of the operating instructions to third parties without the written permission 
of WOODWAY is prohibited. 

 

NOTE 
All contents, text, drawings, images, or other illustrations are copyright pr o-
tected and are subject to intellectual property rights.  

Any misuse is punishable by law. 

 

Duplication in any manner and form - including excerpts - as well as use and/or commu-

nication of the content are not permitted without written permission from WOODWAY. 

2.4  Replacement Parts  

WOODWAY recommends the use of original replacement parts. Original replacement 
parts have particular qualities and ensure reliable and safe operation. 

¶ Developed for specific use with the device 

¶ Manufactured for high quality and excellence 

¶ Ensure the legal warranty period  (excluding wear parts) or other reached agre e-

ments 

 

NOTE 
The use of NON-original replacement parts may change the characteristics of 

the device and interfere with the safe use!  
WOODWAY does not accept liability for damages resulting from this.  

 

Wear parts are considered hazardous waste! 

After being replaced, wear parts must be disposed of according to country -specific waste 
laws. 

For further information on disposal, see Section 13 Page 133. 

 

  

Disposal  
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2.5  Customer Service  

For service questions contact the following: 

 

WOODWAY  USA, Inc.   
W229 N591 Foster Ct. 

Waukesha, WI 53186 

USA 
 

Tel: 1 262-548-6235 

Fax:  1 262-522-6235 
E-Mail:   service@WOODWAY.com 

Web:     www.WOODWAY.com  

 

For faster processing of your request please have the following data and information 
available: 

¶ Information on the name  plate (specific model/serial number)  

¶ An accurate description of the circumstances 

¶ Customer number (if available) 

¶ What action has already been taken 

 

 

The address of your local service center can be obtained from the manufacturer. After 
repair or re-installation, the actions listed under " Setup & Installation" (see Section 5.4.1 

Page 37) are to be performed as during installation. 

 

 DANGER 
Danger of Death by Electric Shock!  

Maintenance and inspection work on the unit may cause serious or fatal elec-
trical shock. 

Ʒ Pull the power plug prior to any maintenance and inspection work on the 

equipment. The device must not be connected to the power!  
Ʒ Ensure the device cannot be switched back on. 

 

 

 

  

Contact  

Servicing  

mailto:service@WOODWAY.com
http://www.woodway.com/


  

20 03/2016 ï UM-MT-EN-01 

2.6  EC Declaration of Conformity  

 

Fig. 1 EC Declaration of Conformity 
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3  Technical Data  

3.1  Turning the Treadmill ON/OFF  

¶ The main power switch with the univ ersal power symbol ( ) is located at the base 

of the treadmill near the treadmillôs power cord.  
¶ ñIò position: Treadmill is turned on and the belt is held tight. Turn the display on to 

operate the treadmill.  

¶ ñOò position: Treadmill is turned off and the belt is free moving. 

3.2  Name Plate  

Each WOODWAY treadmill receives a serial number during production. Depending on the 

year of your model, it has an alphanumeric code with 7 -8 characters or a numeric code 
with 9 digits. The serial number can be found on the name plate, which is mounted on 

the rear of the display or on the left front of the treadmill frame.  

The name plate contains the device's main technical details. 

The treadmill range of functions is stated on the name plate and on the delivery note.  

 

For service questions, the technical information on the name plate must be kept ha ndy. 

 

 

Fig. 2 Name plate 

1. Manufacturer name, address, and 

logo  

2. Serial no. 
3. Model no. 

4. Product code 
5. Information on electrical connection  

6. Max. user weight load 

7. Device CE symbol (with number of 

the named position), note to read 
and observe operating instructions, 

and year manufactured 
8. Usage class, accuracy class, and 

enclosure rating 
9. Patent protection note 

10. 2D universal identification number 
code 

Keep Handy for 
Questions  
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3.3  Technical Specifications  

3.3.1  4Front  

 

 
Figure: 4Front with TV 

4Front  

¶ Running Surface: 22ò W x 68ò L (55 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

35ò W x 72ò L x 64ò H (89 x 183 x 163 cm) 

¶ Weight: 445 lbs. (201 kg) 

¶ Speed: 0-12.5 mph (0-20 km/h)  

¶ Incline: 0 -15% 

¶ C Board displays the parameters speed, incline, distance, 

time, heart rate, calories burned, pace, and METs 

¶ Power Supply: 115 VAC 20 Amp (NEMA 5-20R outlet, 20 Amp 

dedicated circuit required) 

Optio ns:  

¶ Higher Speeds: up to 18 mph (29 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Steeper Incline: up to 25%  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Display Board 

¶ Power Supply Upgrade: 208/230 VAC 20 Amp 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 

Additional options may be available. 
Please contact your sales representative. 

4Front with TV or Entertainment  

¶ Running Surface: 22ò W x 68ò L (55 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

35ò W x 72ò L x 64ò H (89 x 183 x 163 cm) 

¶ Weight: 445 lbs. (201  kg) 

¶ Speed: 0-12.5 mph (0-20 km/h)  

¶ Incline: 0 -15% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

Options:  

¶ Higher Speeds: up to 18 mph (29 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Steeper Incline: up to 25%  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Display Board 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 
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3.3.2  Desmo / Desmo H / Desmo HP  

 
Figure: Desmo 

Desmo  

¶ Running Surface: 22ò W x 68ò L (55 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

38ò W x 77ò L x 63ò H (97 x 196 x 160 cm) 

¶ Weight: 445 lbs. (201  kg) 

¶ Speed: 0-12.5 MPH (0-20 km/h) (0 -15 MPH standard on HP) 

¶ Incline: 0 -15% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

¶ Power Supply: 115 VAC 20 Amp (NEMA 5-20R outlet, 20 Amp 

dedicated circuit required) 

Options:  

¶ Higher Speeds: up to 18 mph (29 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Steeper Incline: up to 25%  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Display Board (standard on Desmo H) 

¶ Power Supply Upgrade: 208/230 VAC 20 Amp 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 

¶ Alternate Handrail Options 

¶ Jump Plate 

Additional options may be available. 
Please contact your sales representative. 

3.3.3  ELG 

 
Figure: ELG 

ELG 

¶ Running Surface: 27ò W x 96ò L (70 x 244 cm) 

 87 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 158 ball bearings, 16 guide rollers 

¶ Overall Dimensions: 

48ò W x 102ò L x 79ò H (122 x 259 x 201 cm) 

¶ Weight: 1634 lbs. (740  kg) 

¶ Speed: 0-25 MPH (0-40 km/h)  

¶ Incline: ( -5%)-(+35%)  

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 
METs 

¶ Power Supply: 208/230 VAC 30 Amp (L6-30R outlet, 30 Amp 

dedicated circuit required) 

Options:  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ LCD Personal Trainer Board 
¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 
¶ Single Handrail 

¶ Gantry Suspension System 

Additional options may be available. 
Please contact your sales representative. 



  

24 03/2016 ï UM-MT-EN-01 

3.3.4  Mercury  

 
Figure: Mercury 

Mercury  

¶ Running Surface: 17ò W x 68ò L (43 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

34ò W x 71ò L x 60ò H (86 x 180 x 152 cm) 

¶ Weight: 405 lbs. (184  kg) 

¶ Speed: 0-11 mph (0-18 km/h)  

¶ Incline: 0 -15% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

¶ Power Supply: 115 VAC 20 Amp (NEMA 5-20R outlet, 20 Amp 

dedicated circuit required) 

Options:  

¶ Higher Speeds: up to 16.5 mph (26 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Steeper Incline: up to 25%  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Display Board 

¶ Power Supply Upgrade: 208/230 VAC 20 Amp 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 

Additional options may be available. 
Please contact your sales representative. 

3.3.5  Path  

 

 
Figure: Path 

Path  

¶ Running Surface: 22ò W x 52ò L (55 x 132 cm) 

 47 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 80 ball bearings, 8 guide rollers 

¶ Overall Dimensions: 

38ò W x 59ò L x 60ò H (97 x 150 x 152 cm) 

¶ Weight: 370 lbs. (168  kg) 

¶ Speed: 0-11 mph (0-18 km/h)  

¶ Incline: 0 -15% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned , pace, and 

METs 

¶ Power Supply: 115 VAC 20 Amp (NEMA 5-20R outlet, 20 Amp 

dedicated circuit required) 

Options:  

¶ Higher Speeds: up to 15 mph (24 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ LCD Personal Trainer Display Board 

¶ Power Supply Upgrade: 208/230 VAC 20 Amp 

¶ Interface RS232 incl. Control software 

¶ Special Paint Finish 

Additional options may be available. 

Please contact your sales representative. 
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3.3.6  Pro  

 

 
Figure: Pro 

 

Pro  

¶ Running Surface: 27ò W x 68ò L (70 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

48ò W x 76ò L x 68ò H (122 x 193 x 173 cm) 

¶ Weight: 575 lbs. (261  kg) 

¶ Speed: 0-15 MPH (0-24 km/h)  

¶ Incline: 0 -25% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

¶ Power Supply: 208/230 VAC 20 Amp (NEMA 6-20R outlet, 20 

Amp dedicated circuit required) 

Options:  

¶ Higher Speeds: up to 16.5 mph (26 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Board 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 

¶ Jump Plate 

Additional options may be available. 

Please contact your sales representative. 

Pro with TV or Entertainment  

¶ Running Surface: 27ò W x 68ò L (70 x 173 cm) 

 60 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 114 ball bearings, 12 guide rollers 

¶ Overall Dimensions: 

48ò W x 80ò L x 78ò H (122 x 203 x 198 cm) 

¶ Weight: 575 lbs. (201  kg) 

¶ Speed: 0-15 mph (0-24 km/h)  

¶ Incline: 0 -25% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

Options:  

¶ Higher Speeds: up to 16.5 mph (26 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Board 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 
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3.3.7  Pro XL  

 

 
Figure: Pro XL 

 

Pro XL  

¶ Running Surface: 27ò W x 88ò L (70 x 224 cm) 

 77 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 160 ball bearings, 18 guide rollers 

¶ Overall Dimensions: 

48ò W x 94ò L x 70ò H (122 x 239 x 178 cm) 

¶ Weight: 675 lbs. (307 kg) 

¶ Speed: 0-15 MPH (0-24 km/h)  

¶ Incline: 0 -25% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 

METs 

¶ Power Supply: 208/230 VAC 20 Amp (NEMA 6-20R outlet, 20 

Amp dedicated circuit required) 

Options:  

¶ Higher Speeds: up to 16.5 mph (26 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Board 

¶ Interface RS232 incl. Control Software 

¶ Dual Handrail 

¶ Special Paint Finish 

¶ Jump Plate 

Additional options may be available. 
Please contact your sales representative. 

Pro with TV or Entertainment  

¶ Running Surface: 27ò W x 88ò L (70 x 224 cm) 

 77 slats (replaceable), rubber on aluminum  T-sections 

 Approx. 40 Shore A  --  +/ - 4 mm lateral tolerance 

¶ Drive System: 160 ball bearings, 18 guide rollers 

¶ Overall Dimensions: 

48ò W x 98ò L x 80ò H (122 x 249 x 203 cm) 

¶ Weight: 675 lbs. (307  kg) 

¶ Speed: 0-15 mph (0-24 km/h)  

¶ Incline: 0 -25% 

¶ LED Standard Display Board displays the parameters speed, 

incline, distance, time, heart rate, calories burned, pace, and 
METs 

Options:  

¶ Higher Speeds: up to 16.5 mph (26 km/h)  

¶ Reverse: 0-5 mph (0-8 km/h)  

¶ Incline: ( -3%)-(+22%)  

¶ LCD Personal Trainer Board 

¶ Interface RS232 incl. Control Software 

¶ Special Paint Finish 
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3.4  Dimensions  

 

Fig. 3 4Front dimensions 

 

 

Fig. 4 Desmo dimensions 

 



  

28 03/2016 ï UM-MT-EN-01 

 

Fig. 5 ELG dimensions 

 

 

Fig. 6 Mercury dimensions 
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Fig. 7 Path dimensions 

 

 

Fig. 8 Pro dimensions 
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Fig. 9 Pro XL dimensions 

3.5  Conditions for Use  

 

Description  Parameters  

Ambient Temperature 50°F to 104°F (10°C to 40°C) 

Relative Humidity 20-95% (not condensed)  

Enclosure Rating IP2x 
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3.6  Electrical Connection  

IMPORTANT- The power cord must be properly protected at all times, both when in use 
and storage. 

Below are the standard electrical requirements by region. There are different options 
depending on which model you own. If you have a different electrical configuration, 
please contact your sales representative. 

DO NOT BEND OR REMOVE PRONGS . The plugs are polarized, meaning the prongs 
are different sizes and the plug can only fit in the outlet one way; if the plug does not fit, 
reverse the plug. If other power cord plugs are required, please contact WOODWAY. 

Before connecting the treadmill to the power supply, the information on main voltage 
and frequency (found on the name plate) is to be compared with the on -site connection 
values. Only connect the device if the values match. Power surges or voltage drops can 

cause malfunctions or defects in the device.  

No other treadmills or devices may be operated on the same supply line. Each treadmill 
must be operated with its own circuit breaker. The treadmill must be grounded.  

 

 DANGER 
Danger of Death by Electric Shock!  

Improper handling of electrical equipment by unqualified persons can cause 

fatal electrical shock. 

Ʒ If necessary, allow only qualified personnel to perform electrical install a-
tion. 

Ʒ The power cord must not come into contact with hot surfaces or sharp 
edges. 

Ʒ Electrical parts (eg. motor, power cord, and power switch ) must not come 

in contact with water.  

 

 WARNING 
Danger of Injury by Falling when Switching the Device Off!  

A complete shutdown of the unit caused by power surges or voltage dips can 
cause abrupt deceleration of the running surface belt.  

Ʒ In order to avoid malfunctions, all data on the name plate must corr e-

spond with the actual terminal values.  

 

 WARNING 
Danger of Injury  by Tripping Over Wires!  

1. Improperly installed wires present a tripping hazard and danger of injury. 
Safely lay power cords, interface cable, etc. outside of walking areas. 
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3.6.1  North America  

 

  

Description  Parameters  

 115 VAC  208/230 VAC  208/230 VAC  

Voltage  Requires at least 115 V 

from wall outlet.  

If voltage falls 10% below 

115 V, treadmill will shut off 

and reset. 

Requires at least 208/230 V 

from wall outlet.  

If voltage falls 10% below 

208/230 V, treadmill will 

shut off and reset.  

Requires at least 208/230 V 

from wall outlet.  

If voltage falls 10% below 

208/230 V, treadmill will 

shut off and reset.  

Frequency  50/60 Hz 50/60 Hz 50/60 Hz 

Current  20 Amp 
Dedicated line required  

(cannot share neutral line)  

20 Amp 
Dedicated line required  

(cannot share neutral line) 

30 Amp 
Dedicated line required  

(cannot share neutral line)  

Wall Outlet  

Requirements  

 
NEMA 5-20 R 

(dedicated circuit required)  

 
NEMA 6-20 R 

(dedicated circuit required)  

 
NEMA L6-30 

(twist lock, 208 -230 VAC, 30 
Amp dedicated circuit required) 

 

Outlet  

Compatibility  

Standard 3-prong, hospital 

grade plug (NEMA 5-20 P) 

 

Will only fit a NEMA 5-20 R 

outlet 

3-prong plug  

(NEMA 6-20 P) 

 

Will only fit a NEMA 6-20 R 

outlet 

3-prong twist plug  

(NEMA L6-30 P) 

 

Will only fit a NEMA L6-30 R 

outlet 

Hospital -Grade 

Low Leakage  

For grounding reliability, 

only connect to proper 
receptacle marked ñHospital 

Gradeò when using for 
medical use. 
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3.6.1  Germany  

Description  Parameters  

 230 VAC  

Voltage  Requires at least 230 V from wall outlet.  

If voltage falls 10% below 230 V, treadmill will 
shut off and reset.  

Frequency  50 Hz 

Current  16 Amp 
Dedicated line required (cannot share neutral line) 

Wall Outlet Requirements  

 

Outlet Compatibility  F / òSchukoò plug 

3.6.2  United Kingdom  

Description  Parameters  

 230 VAC  

Voltage  Requires at least 230 V from wall outlet.  

If voltage falls 10% below 230 V, treadmill will 

shut off and reset.  

Frequency  50 Hz 

Current  13 Amp 
Dedicated line required (cannot share neutral line) 

Wall Outlet Requirements  

 

Outlet Compatibility  G/BS 1363 plug 
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4  Transportation and Storage  

4.1  Safety Notices for Transportation  

Check the treadmill for damage upon arrival. Also check and compare supplied accesso-
ries with the corresponding delivery note.  

The manufacturer is not liable for damages and missing parts if this information was not 
recorded in writing on the delivery note upon delivery of the unit. Damage or defects 
must be reported to the carrier and to the responsible WOODWAY dealer immediately. 

 

 WARNING 
Risk of Injury by Machine Falling or Falling Over!  

Improper transportation of the device may lead to it falling over and causing 

injury or equipment damage.  

Ʒ Only transport in compliance with the safety regulations.  
Ʒ Only use the supplied carrying tubes for transport.  

Ʒ Never lift the device using the railing or protective coverings.  
Ʒ Ensure stable center of gravity and steadiness during transportation.  

 

If necessary, transport or relocation can be organized and carried out by  authorized 
WOODWAY service partners. 

For further information please contact WOODWAY Customer Service. 

4.2  Flat Transportation  

The treadmill can be easily transported on a flat surface using four flat transport dollies 

(commercial transport dollies with 4 steerable wheels). The device weight must be con-

sidered.  

It is important to ensure that the device frame near the treadmill feet rests on the do l-
lies. Otherwise, there is a risk of damage to the walking surface or the incline system.  

4.3  Upright Transportatio n 

For narrow transport routes it is possible to transport the treadmill vertically ( e.g. narrow 

door width or for climbing stairs). For this , handrails and side panels must be removed.  

When transporting in an upright position, the device must be additionally secured 
against accidental tipping or rolling since the center of gravity is not in the middle of the 

device. 

 

ATTENTION 
The treadmill must not rest on the side on which the power c ord is connected! 

4.4  Transportation with Carrying Poles  

Four carrying poles (square steel pipes) are included as treadmill accessories. The carry-

ing poles can be inserted into the front and back openings in the treadmill frame ( Fig. 10 
and Fig. 11).  The side panels and railings can be removed to facilitate transport . 

WOODWAY  Service  
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Fig. 10 Carrying poles 

The treadmill may only be lifted at the indicated points.  

 

Fig. 11 Ports to insert carrying poles 

4.5  Storage  

The device may only be stored in closed, dry rooms. It is absolutely necessary to prevent 

contact with moisture (rain, fog, etc.)  

The following environmental conditions are prescribed for transportation and storage:  

¶ Temperature: 0°F to 120°F (-18°C to + 49°C) 

¶ Relative humidity: 20-95% (not condensed)  

¶ Air pressure: 700ï1060 hPa 
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5  Product Description  

 WARNING 
Risk of Injury Through Falling!  

During training, especially during the initial use of the device there is a danger 
of injury from falling.  

Ʒ Familiarize yourself with treadmill operation before training.  
Ʒ Hold on to the safety railing during the first training program until you can 

move safely on the treadmill. 

5.1  Running Surface  

The running surface belt consists of individual slats which are mounted on a set of 

wedged-toothed belts.  

The individual slats consist of two components. The base is a solid aluminum profile and 
the tread is comprised of a high -traction rubber compound. The combination makes it 

ñthe softest treadmill in the worldò. The approx. İò (1.2 cm) thick rubber surface signif i-

cantly reduces the impact energy, thus making WOODWAY treadmills much easier on 
the joints than conventional treadmills.  

The WOODWAY running surface differs fundamentally from running belts on conventio n-

al treadmills (for which cotton-nylon belts are normally used). On your WOODWAY 
treadmill you may initially notice higher surface grip than you have experienced before. 

The more you use your treadmill, the more you will g row accustomed to the grip. As 
with all treadmills, it  is also important on a WOODWAY treadmill not to shuffle your feet 

if possible. 

5.2  Transport System  

The support system consists of 2 supporting/secondary rails, which are equipped with 

high-performance bearings. V-belt guides (6) on each rail ensure lateral s tability. The 
rollers transfer the load to and from the motor and prevent the running belt from sli p-

ping through.  

The system supports the running surface and distributes the load evenly over the entire 
treadmill. The running surface belt (slats and steel -wire reinforced, toothed V -belt) is 

guided by form-fitted drive pulleys on the front and back. The device can even be used 
without external drive, simply by pushing the treadmill to start the belt moving. The 

combination of running surface, secondary bearing rails, and drive pulleys gives this slat 
system unique characteristics: 

¶ Low friction (energy saving)  
¶ Low wear (approx. 150,000 mile [240,000  km] functional service life)  

¶ 100% power transfer through the form -fitted, toothed V -belt system  

¶ High service life (one running surface belt for one treadmill life)  
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5.3  Incline System  

WOODWAY treadmills are equipped with a standard elevation system which is model 
specific. The elevation system is driven by a geared motor and a chain drive system 

which is used to transmit forces to several drive sprockets. This gear drive raises or low-
ers the treadmill on toothed racks. The toothed racks are equipped with rubber feet and 

bear most of the weight of the treadmill and the person when the incline is used.  

Limit switches are used to limit the lifting system. When the display is switched on , the 
running surface is automatically moved to the 0 incline position (starting position).  

 

 WARNING 
Danger of Device Moving Down when Switched on!  

If the treadmill was in the incli ned position prior to being switched off du r-

ing previous use, the device will automatically move back to the neutral 

position (0%  incline). There is a danger of injury!  

Ʒ No one may be located in the area in front of the treadmill.  

Ʒ No objects may be located under the treadmill.  

Ʒ Check the position of the treadmill before switching it on . 

5.4  Dynamic Mode  

 WARNING 
Do Not Leave Treadmill Unattended While in Dynamic Mode!  

If the treadmill is left unattended while in dynamic mode, there is a poss i-
bility of personal injury from people stepping onto device while assuming 

the running surface is locked.  

Ʒ Never leave the treadmill unattended while in dynamic mode . 
Ʒ The running surface runs completely free in both directions and is no 

longer slowed by the motor.  
Ʒ Always keep children and animals clear of the treadmill while in dynam-

ic mode. 

The treadmill makes it possible that the user serves as the running surface belt drive. 

The user drives the running surface belt manually during training. This is known as "dy-
namic mode" 

5.4.1  Dynamic Mode: LED Standard Display Board  

To enter dynamic mode, proceed as follows: 

1. Reduce both SPEED and INCLINE to zero and step onto side rails. 

2. Press and hold the FAST and SLOW keys simultaneously for about 5 seconds. 

3. The display emits a signal tone every second. 

4. Afterwards, 2 tones will sound and the speed indicator display will start blinking.  

Now the treadmill is set to dynamic mode. The running surface belt is now manually 
driven and the speed is still indicated. The incline also functions. 

To leave dynamic mode, proceed as follows. 

1. Reduce INCLINE to zero and step onto side rails. 

2. Press and hold the FAST and SLOW keys simultaneously for about 5 seconds. 

3. The display emits a signal tone every second. 

4. Afterwards, 2 tones will sound and the speed indicator display will stop blinking.  

Dynamic mode is now deactivated. The running surface belt is now motor driven.  
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Alternatively, the treadmill can be switched off by pressing the OFF key. When the d e-
vice is switched back on it will aut omatically be in normal operating mode and dynamic 

mode will be deactivated. 

5.4.2  Dynamic Mode: LCD Personal Trainer Display Board  

To enter dynamic mode, proceed as follows: 

1. Reduce both SPEED and INCLINE to zero and step onto side rails. 
2. Press and hold the FAST and SLOW keys simultaneously. 

3. The display emits 3 tones. Continue holding the FAST and SLOW keys for 5 seconds. 
4. Afterwards, one longer tone will sound.  

5. The center LCD display shows ñDynamic Modeò 

Now the treadmill is set to dynamic mode. The running surfa ce belt is now manually 
driven and the speed is still indicated. The incline also functions. 

To leave dynamic mode, proceed as follows. 

1. Reduce INCLINE to zero and step onto side rails. 

2. Press the FAST key once to exit dynamic mode. 

Dynamic mode is now deactivated. 

Alternatively, the treadmill can be switched off by pressing the OFF key. When the d e-
vice is switched back on it will automatically be in normal operating mode and dynamic 

mode will be deactivated. 

5.5  Power Console  

The main power switch, the fuses, and the terminals for optional controls (manual ke y-
board and display) are located on the power console. 

 

Fig. 12 Power console 

1. Power switch 
2. 2 x fuses (to change, see Section 9.6 Page 127) 

3. Power cord 

  

2 1 
3 
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5.6  Safety Equipment  

The WOODWAY treadmills are equipped with different safety equipment depending on 
model and design. When needed, they serve to prevent dangerous situations and reduce 

the risk of injury to a minimum. The following safety equipment is available:  

¶ Emergency stop pull-cord with magnetic switch on the display  
¶ PAUSE and STOP buttons on display (and handrail on some models) 

¶ Non-slip coating on side panels (allows emergency dismount by straddling)  

 

 WARNING 
Dangerous Situations During Operation Can Cause Injury!  

Conditions during use of the device that do not correspond to the normal 
function and require an immediate stop can cause injury. Each actuation of 

the emergency stop switch causes a power disconnection to the drive system 
which in turn causes the running surface to emergency stop, which presents 

an additional risk of falling.  

Ʒ Immediate emergency stopping of the device/drive  
Ʒ Switching off the device (power button) and pulling the power cord from 

the socket 
Ʒ Clarification and elimination of causes of dangerous situations only by the 

WOODWAY Customer Service  

Ʒ Only restart the device after approval by WOODWAY Customer Service 

The emergency stop switch is a magnetic contact switch, which is attached in the ru n-

ning direction on the display head. The circuit is closed through a magnet. As soon as 

the magnet tears off the contact -free surface, an interruption of the power supply will 
initiate an emergency stop. 

The magnet is secured to the runner's clothing by a clip on a lanyard/pull -cord. It should 
be fixed to a tight piece of clothing (e.g. waistband).  

The safety magnet can also be used to immobilize the treadmill and prevent a third par ty 
from using the device. To prevent the use of the treadmill, for example when not supe r-

vised, the safety magnet with pull -cord can be stored in a safe place and the treadmill 
cannot be put into operation.  

The pull-cord is not fall protection and cannot prevent a person from falling on the 
treadmill. It only serves as an emergency stop in dangerous situations. When the ma g-
net is released, the drive system is disconnected from the power and an emergency stop 

is initiated.  

There is an increased risk of falling (e.g. during performance diagnostics, intense sprin t-
ing, and long runs). There is an increased risk of injury from falling, especially in reh a-

bilitation where patients with various physical limitations use the treadmill.  

 

 WARNING 
Danger of Injury d ue to Improperly Installed Pull -Cord!  

If the pull -cord is not installed properly before a workout, the emergency stop 
magnetic switch will not be triggered and there is a risk of injury in the event 

of a dangerous situation.  

Ʒ The use of the pull-cord is mandatory. 
Ʒ Securely attach clip to tight clothing before starting the workout.  

Ʒ Adjust the length of the pull -cord with rope stopper to the shortest poss i-
ble setting, while ensuring that movement is still unrestricted.  

 

 

Emergency Stop 
Pull -Cord  
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The treadmill is equipped with a railing that extends along both sides. This allows the 
user to maintain direct contact, so as to obtain safety and stability during training.  

For safety reasons, the user should hold on to the railing when necessary (e.g. for stop-
ping).  

 CAUTION 
Risk of Injury Through Risk of Falling!  

It is recommended to use the railing for mounting and dismounting!   

The WOODWAY medical treadmills are equipped with a current limit control function 

which reduces power consumption and increases safety. The main safety feature is the 
current limiter after time overflow.  

If the running belt is blocked for more than 10 seconds, the motor cur rent will be r e-
duced to 6A. This is always recommended in case something gets caught in the belt, as 
it stops the belt automatically. Once the current limit control has been triggered, the m o-

tor torque is reduced to a minimum to prevent damage to the motor  and electric system. 

The requirement for low leakage current is important for medical clinics, physical therapy 
facilities, and hospitals.  

The treadmill functions are designed so that the power plug and input power transfor m-
er are subjected to low leakage current. With an input power transformer with low lea k-
age current, the leakage treadmill current can be reduced to less than 200 micro -amps 

(uA). 

* Not applicable to ELG 

WOODWAY treadmills have a slip-resistant surface alongside the running surface. This 
offers additional grip when dismounting and prevents the feet from slipping off of the 

side panels.  

The slip-resistant surface should be checked periodically for wear or lack of grip and 
replaced if necessary. 

In emergencies, dismount the treadmill as follows:  

¶ Jump onto and straddle the side panels. 

¶ The running surface can run between the legs. 

¶ Then stop the treadmill using the normal STOP button or the emergency stop bu t-

ton. 

An alternative is to stand on the side panel with both feet on one side of the running 

surface, right or left  and to hold on to the railing. The STOP button or emergency stop 

button may then be used to bring the running belt to a stop.  

 WARNING 
Components Must Not Interfere With Use of Device!  

Adjustment and safety components (e.g. emergency stop pull -cord, video rail-
ing, connected devices) must be secured properly so as not to interfere with 

the proper use and movement of the treadmill and user.  

Safety Railing  

Belt Drive Current 
Limiting  

Low Leakage 
Current  

Dismounting in 

Emergency 
Situations  
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6  Setup & Installation  

6.1  General  

Setup & Installation is the initial intended use of the device (see Section 1.5 Page 15). 
Ensure that the conditions applicable to basic safety and health requirements are met. 

Read these operating instructions completely before installation. 

Before installing the device, operational and functional safety are to be tested, including 
correct installation and operator instruction.  

In most cases, your WOODWAY treadmill will be delivered completely assembled. Check 
immediately upon delivery for any signs of transportation damage and immediately r e-
port any damages to the transpor t company and WOODWAY. 

Position the treadmill to ensure that the power cord can easily be accessed and discon-
nected when needed. Make sure it is not bent or angled  such that it could disconnect. 

 

ATTENTION 
Installing after Storage or Transport  

The formation of condensation on the cooled electronic parts may cause the 
treadmill to malfunction and damage the electronics.  

Ʒ Before installing after storage or transport, the treadmill must stand at 

room temperature for approx. 3 hours to become acclimatize d. 

6.2  Grounding Information  

This treadmill must be grounded. If it should malfunction or break down, grounding pr o-

vides a path of least resistance for electrical current to reduce the risk of electric shock. 
This product is equipped with a grounded power cor d.  

 

 WARNING 
Connect Treadmill to Properly Grounded Outlet Only!  

The treadmill plug must be inserted into an appropriate outlet that is 

properly installed and grounded in accordance with all local and national 
codes and ordinances.  

Ʒ The supplied plug should not be manipulated in any way.  

Ʒ If necessary, a qualified electrician may fit a suitable mains socket. 
Ʒ Adapters may not be used because of the risk of electric shock. 

6.3  Installation  

It is recommended that transport, installation, and assembly of the treadmill are carried 
out by WOODWAY or by an authorized dealer or service provider. Otherwise, shipping 

damage or improper installation and assembly of the treadmill could cause a hazard 
when using the device. 
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ATTENTION 
Prepare a Stable Surface  

Before the device is installed, the surface must be prepared. The total weight 
of the device (with all the accessories and options) is to be considered. 

Ʒ Prepare a stable and sturdy surface.  

Ʒ Only install the device on a level, stable, and sufficiently sturdy sur face. 

If necessary, install an additional base plate/floorboard.  

The following further instructions for installation are to be observed:  

¶ When installed on upper floors, the device must be placed as far as possible in a 
corner of the room so that sufficien t stability is guaranteed. The structure of the 

building must be checked in advance. 
¶ The treadmill should not be installed close to a radiator or other heat source.  

¶ Due to the moving parts on the underside, the device must not be placed directly on 

thick or high-pile carpeting. In this case, a mat should be placed under the device. 

This will prevent lint from entering into the treadmill and at the same time reduce 
carpet wear. WOODWAY has appropriate mats available. For more information, call 

WOODWAY Customer Service. 
¶ With larger devices, particular attention must be paid to the ceiling/floor load capac i-

ty at the installation site. This must be higher than the total weight (weight of the 

device plus the dynamic weight of a running person) and approved by an  authorized 
authority wit h the treadmill representative.  

¶ Position the treadmill to ensure that the power cord can easily be accessed and dis-

connected when needed. 

 

When using the treadmill, especially fast movements (fast running, etc.) incr ease the 
risk of falling. For this reason, a safe fall area of at least 3 ft. x 6.5 ft. (1 x 2 m) must be 

maintained behind the treadmill (see  Fig. 13 below). 

No obstacles may be located in this safe fall area. Objects (e.g. furniture, plants, training 
materials, ladders, etc.) may not be placed in this area, and sloping ceilings may not e x-

tend into the safety area. WOODWAY treadmills have a reverse option. The safety area 
must therefore also be provided in front of the treadmill.  

 

Fig. 13 Set-up, clearances 

Safe Fall Area  
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6.3.1  Adjust Leveling Feet  

After positioning the device at the installation site, it may be necessary to adjust the ho r-
izontal height to compensate for a slightly uneven floor. The height of the 4 leveling feet 

can be adjusted. 

¶ First remove the side covers using a Philips head screwdriver. 

       

Fig. 14  Removing Side Covers 

¶ Loosen the top counter nut with the specific wrench (see table below)  

¶ Turn the bottom nut on which the frame rest until the desired he ight is reached. 

¶ Retighten the top counter nut  

 

Wrench needed  4Front, Desmo,  

Mercury, Path, Pro  
Pro -XL 

Front Feet 
3/4ò box wrench or 

socket wrench 

15/16ò box wrench 
or socket wrench 

Rear Feet 
1 1/8ò box wrench 

or socket wrench 

When making leveling adjustments, it is important to ensure that the frame of the 

treadmill does not twist. Lift the frame of the treadmill to check for approximately equal 

weight load. 

6.3.2  Completion of Installation  

Prior to starting operation, installation is to be completed wit h a trial run. During the trial 

run, all device functions are to be carried out and checked.  

 

ATTENTION 
Check Device  

After the trial run has been carried out, all bolted connections, couplings, and 
other connections are to be checked for tightness. 

Checklist for Before Starting Operation  

¶ Check sturdiness of the device 

¶ Check electrical connections 

¶ Protect all live components against touch 
¶ Ensure that safety equipment is intact and functional  
¶ Check emergency stop switch and all control functions 

¶ Perform a malfunction-free trial run  

¶ Ensure all operators have received complete and proper instruction 
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6.4  Assembly Instructions  

6.4.1  Preparation  

The treadmill can be delivered in various states of assembly. Disassembly/assembly may 
be required for moves or relocation into other rooms.  

 

NOTE 
In WOODWAY performance and fitness treadmills, standard (inch) screws and 
nuts are used, with few exceptions.  

These are not compatible with metric fastening elements!  

 

Due to the heavy weight of the device, it is  recommended to install the treadmill as close 
to its final location as possible. 

Carefully dismantle the shipping crate. To do this, remove the screwed connections. Re-
move protective foil from all packaged parts. Ensure that the surfaces are not damaged 
by sharp objects (knife, etc.).  

 

NOTE 
It is recommended to have a second person assist in inserting the railing 

tubes or with the assembly.  

6.4.2  4Front  

Tools required for assembly: 

¶ 1x combination wrench or ratchet wrench, İò  

¶ 1x Phillips head screwdriver, #2 

 

1. Remove the covers on the 
left and right.  

 
Fig. 15 4Front assembly, side panel 

Preparation Steps  
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2. Insert wire and protective 
cover into the handrail tube 

to prevent damage during 

insertion. 

 
Fig. 16 4Front assembly, wiring 

3. Prepare the mount for the 

tube. 

 
Fig. 17 4Front assembly, tube mount 

4. Insert the handrail tube into 
the mounts.  

 

 

Note: Do not damage the 

wires! 

Be careful not to pinch 

yourself! 

 
Fig. 18 4Front assembly, inserting tubes 
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5. Pull the wire and protective 
cover out of the handrail 

tube. 

 
Fig. 19 4Front assembly, connection 1 

6. Lay the wire with protective 

cover behind the handrail 
mount.  

 
Fig. 20 4Front assembly, connection 2 

7. Insert the Display plug and 
tighten both retaining 

screws. 

8. Attach the protective con-

ductor (green) to the co n-

tact tab on the frame.  

9. Connect any other connec-

tions to the interface panel  

 
Fig. 21 4Front assembly, connection 3 



  

03/2016 ï UM-MT-EN-01 47 

10. Tighten handrail clamp 
bolts. 

 
Fig. 22 4Front assembly, securing the railing 

11. Replace the right and left 

side panels and secure 
them with screws.  

12. Insert all screws by hand 

first, then tighten them 
down completely 

 
Fig. 23 4Front assembly, side panel 
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6.4.3  Desmo  

Tools required for assembly: 

¶ 1x combination wrench or ratchet wrench, İò  

¶ 1x Phillips head screwdriver, #2 

 

1. Remove the covers on the 

left and right.  

 

Fig. 24 Desmo assembly, removing side covers 

2. Insert wire and protective 
cover into the handrail tube 

to prevent damage during 

insertion. 

 
Fig. 25 Desmo assembly, wiring 

3. Prepare the mount for the 

tube. 

 
Fig. 26 Desmo assembly, tube mount 
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4. Insert the handrail tube i n-
to the mounts on both 

sides. 

 

 

Note: Do not damage the 
wires! Be careful not to 

pinch yourself! 

 
Fig. 27 Desmo assembly, inserting tubes 

5. Tighten the handrail mount 

bolts on both sides.  

 
Fig. 28 Desmo assembly, fixing the railing 

6. Remove electronic cover 
plate on the right side of 

the treadmill frame using a 
Phillips screw driver. 

 
Fig. 29 Desmo assembly, electronic cover plate 
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7. Lay the wire through the 
hole in the console. 

 
Fig. 30 Desmo assembly, connection 1 

8. Attach the protective con-

ductor (green) to the co n-
tact tab on the housing.  

 
Fig. 31 Desmo assembly, connection 2 

9. Connect the display cable 
to the circuit board. The 

connector is J10. 

Note: Do not connect dis-

play cable to the position 

marked with the red ñXò in 
Fig. 29! 

 
Fig. 32 Desmo assembly, connection 3 
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10. Connect the wires to the 
frame with the supplied 

wire ties. 

11. Connect and secure all oth-
er connections from hand-

rail. 

 
Fig. 33 Desmo assembly, connection 4 

12. Reinstall electronic cover 

plate on the right side of 
the treadmill frame usi ng a 

Phillips screw driver. 

 
Fig. 34 Desmo assembly, electronic cover plate 

13. Slide the side covers onto 
the left and right sides.  

14. Guide the covers, slightly 
tilted under the handrail 

boots. 

15. Attach the side covers and 
railing covers with screws 

(do not tighten the screws 
yet).  

 
Fig. 35 Desmo assembly, side covers 
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16. Position the side covers so 
that a ¼ in. (5 mm) gap is 

visible. 

17. Then tighten all screws. 

 

Note: The side covers 
must not be in contact with 

the running surface or drive 
belts on the rear left side!  

 
Fig. 36 Desmo assembly, adjusting side covers 

 

6.4.4  ELG 

Please contact your local representative for ELG assembly assistance.  

6.4.5  Mercury, Path  

Tools required for assembly: 

¶ 1x combination wrench or ratchet wrench, İò  

¶ 1x Phillips head screwdriver, #2 

 

1. Remove the cover plates 
and side covers on both 

sides. 

 
Fig. 37 Mercury/Path assembly, side covers 

2. Insert wire and protective 

cover into the guard rail 
tube to prevent damage 

during insertion.  

 
Fig. 38 Mercury/Path assembly, wiring 
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3. Prepare the mount for the 
tube. Loosen bolts if neces-

sary. 

 
Fig. 39 Mercury/Path assembly, tube mount 

4. Insert the railing tube into 

the mounts.  

 

 

 

Note: Do not damage the 

wires! 

Be careful not to pinch 

yourself! 

 
Fig. 40 Mercury/Path assembly, insert tubes 

5. Tighten railing mount bolts.  

 
Fig. 41 Mercury/Path assembly, fixing the railing 



  

54 03/2016 ï UM-MT-EN-01 

6. Remove electronic cover 
plate on the right side of 

the treadmill frame.  

 
Fig. 42 Mercury/Path assembly, electronic cover plate 

7. Pull wire and protective 

cover out of the railing tube 
(hole in railing tube).  

 
Fig. 43 Mercury/Path assembly, connection 1 

8. Lay the wire with protective 
cover through the hole in 

the console. 

 
Fig. 44 Mercury/Path assembly, connection 2 
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9. Attach the protective con-
ductor (green) to the co n-

tact tab on the housing.  

 
Fig. 45 Mercury/Path assembly, connection 3 

10. Connect the display cable 

to the circuit board.  The 
connection is J10. 

11. Connect and secure all oth-

er connections from hand-
rail. 

Note:  Do not connect to 
the position marked with 

the red ñXò in Fig. 31! 

 
Fig. 46 Mercury/Path assembly, connection 4 

12. Reinstall electronic cover 
plate on the right side of 

the treadmill frame.  

 
Fig. 47 Mercury/Path Assembly, electronic cover plate 
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13. Slide the side covers on 
both sides and fix with 

screws (do not tighten the 

screws yet). 

 
Fig. 48 Mercury/Path assembly, side covers 

14. Slide the cover plates over 

the tube on both sides and 
fix with screws.  

15. Tighten large screws first, 

then the rest.  

 

Note:  Ensure distance be-
tween side covers and run-

ning surface! The side 
covers must not be in con-

tact with the drive belts on 
the rear left side!  

 
Fig. 49 Mercury/Path assembly, cover plates 

16. Position the side covers so 
that a ¼ in. (5 mm) gap is 

visible. 

17. Then tighten all screws. 

 

Note:  The side covers 
must not be in contact with 

the running surface or drive 
belts on the rear left side! 

 

Fig. 50 Mercury/Path assembly, cover plates 
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6.4.6  Pro / Pro  XL 

Tools required for assembly: 

¶ 1 x combination wrench, İò  

¶ 1 x ratchet wrench, İò  

¶ 1 x Phillips screwdriver, # 2 

¶ 1 x Allen key, ıò  

 

1. Remove the cover plates 

and side covers on both 
sides. 

 
Fig. 51 Pro/Pro XL assembly, side covers 

2. Insert wire and protective 
cover into the handrail tube 

to prevent damage during 
insertion. 

 

Fig. 52 Pro/Pro XL assembly, wiring 

3. First slide the cover plates 
over the railing.  

4. Insert both sides of the rai l-
ing into the mount s. 

 

 

 

Note: Do not damage the 
wires! 

Be careful not to pinch 
yourself! 

 
Fig. 53 Pro/Pro XL assembly, insert railing 
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5. Tighten railing mount bolts 
on the right side.  

 
Fig. 54 Pro/Pro XL assembly, fixing the railing 1 

6. Pull the wire and wire pr o-

tection out of the side of 
the railing tube and lay it 

along the railing mount to 

the circuit board.  

 
Fig. 55 Pro/Pro XL assembly, connection 1 

7. Insert the display plug and 

tighten both retaining  

screws. 

8. Attach the protective con-

ductor (green) to the co n-
tact tab on the frame.  

9. Connect any other connec-
tions to the interface panel.  

 
Fig. 56 Pro/Pro XL assembly, connection 2 

10. Tighten railing mount bolts 

on the left side.  

 
Fig. 57 Pro/Pro XL assembly, fixing the railing 2 



  

03/2016 ï UM-MT-EN-01 59 

11. Slide the side covers on 
both sides and fix with 

screws. 

12. Tighten large screws first, 
then the rest.  

 

Note: Ensure distance be-

tween side covers and run-
ning surface! 

 
Fig. 58 Pro/Pro XL assembly, side covers 

6.5  Replacing Parts  

For detailed descriptions of and instructions on replacing CONTINUUM parts, please see 
the CONTINUUM Service Manual. 

 

NOTE 
The use of NON-original replacement parts may change the characteristics of 

the device and interfere with the safe use.  
WOODWAY does not accept liability for damages resulting from this. 

 

 DANGER 
Danger of Death by Electric Shock!  

Fatal electrical shock may occur if the unit is not disconnected from the power 

supply before assembly or disassembly. 

Ʒ The device must be stopped, switched off, and unplugged before being 
worked on. 

Ʒ Ensure the device cannot be switched back on. 
Ʒ After the power is disconnected wait 10 minutes to ensure that live electr i-

cal components (e.g. capacitors) have discharged. 
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7  Operation  

 WARNING 
Danger Through Uncontrolled Running Surface Movement!  

By stepping on the rear-most part of the running surface where it is 
rounded, the force of gravity can set the running surface in motion. There 

is a danger of falling.  

Ʒ Ensure that the user does not step on the rounded part of the running 
surface when mounting and dismounting.  

7.1  For Your Safety  

For safe operation and successful training please read the following points for your own 
safety before starting to use the treadmill:  

¶ Keep hanging clothing and towels away from the running surface. Ensure that 

shoelaces do not extend beyond the bottom of the shoe sole.  

¶ Keep the area behind the treadmill clear and make sure that there is a space of at 
least 78 in. ( 2 m) between the rear of the treadmill and walls or furniture.  

¶ Keep hands away from all moving parts. 

¶ Children and animals may not mount the treadmill! Never leave children or animals 

near the treadmill unattended.  

¶ Check the treadmill for defective or loose components before use and replace or 

repair if necessary. 

¶ Mount and dismount the treadmill carefully. Never mount or dismount the treadmill 

when the running surface is moving.  

¶ For safety reasons and in the case of an emergency dismount, hold on to the railing 

and straddle the running surface with your feet on the left and right  side panels.  

¶ Do not dismount the treadmill until the running surface stops moving.  

¶ Wear suitable running shoes with a high degree of grip. Do not use shoes with 

heels or leather soles or running shoes with spikes. To protect your device, ensure 
that there are no stones in your shoe soles. 

¶ Take a few minutes to get your heart rate in the desired training range. Walk slowly 

for some time after a training session to give y our body enough time to cool down. 

During this time your heart rate will go back to the normal range.  

¶ Never let loose objects (e.g. balls) roll under the treadmill. They could be pulled i n-

to the device during operation.  

 

ATTENTION 
The user/owner or representative of the equipment is responsible for ensuring 
that regular maintenance and inspection of the treadmill is carried out.  

Defective components must be replaced immediately. The treadmill should 

not be used until it is repaired  by a professional. 
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7.2  Practical Training  

NOTE 
CONSULT A DOCTOR! 

If you are over 40 years old, have a heart condition, are overweight, or have 

not been involved in an exercise program for several years, a visit to the do c-

tor is recommended before beginning an intensive training program.  

7.2.1  Professional Consultation  

For all treadmill training beginners, it is recommended to seek the advice of a profe s-
sional fitness instructor or personal trainer, to obtain an overall fitness assessment be-

fore starting  an exercise program and develop an optimal training program.  

For optimal use and safety during treadmill training, WOODWAY recommends running 
on the treadmill in an upright and natural running position and to avoid dragging foot 

movement. 

7.2.2  Warm -Up and Coo l-Down  

A warm-up before each workout and a cool-down after each workout is recommended. 
If possible, you should always do some basic stretching exercises for the legs before and 

after training. The stretching exercises make you more flexible which prevents  muscle 

soreness and injury during routine activities.  

7.2.3  Proper Body Form  

When running or walking, it is important to maintain proper form to maximize efficiency 

and results and minimize the possibility of personal injury.  

Keep your posture upright; avoid le aning forwards or backwards from the waist, as this 
can cause unnecessary back strain and decrease your efficiency. Keep your head, shoul-

ders, and hips in line with each other and aim to have your foot strike the running su r-
face in line with your center of  gravity (i.e. you should strike the running surface with 

the midfoot or forefoot ). If you land on your heels, you are over -striding and should 

shorten your stride in order to increase momentum and overall efficiency.  

Keep your arms at your sides, either relaxed and naturally pendulum-like (walking) or 
with a loose 90-degree angle, bending at the elbows (running).  Do not allow your hands 

to cross the center of your body or your shoulders to move from side to side.  

7.2.4  Training Frequency  

At the beginning of tra ining allow yourself enough time to get into shape. After a break 

from training, you should also allow sufficient time to rebuild physical condition.  

The priority is regularity and persistence of training - not intensity. Fitness experts 
recommend in the beginning training 3 - 4 times per week within your target heart rate 

for at least 20 minutes per workout. Your primary objective should be, step -by-step, to 
reach a level of fitness with which you can easily keep your heart rate in the target 

range for 50 to 60 minutes, 4 - 5 times per week. 

In order to prevent sore feet and sore muscles caused by incorrect footwear, the use of 
high quality running or jogging shoes is recommended. Ensure there is adequate heel 

and arch support.  

  

Endurance Training  

Running Shoes  
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7.2.5  Measuring Heart Rate  

To select the optimum fitness levels for t he workout, it is important to determine your 
heart rate and pulse as accurately as possible. For this, the use of a high-quality heart 

rate monitor is recommended. 

In the event that you do not have a heart rate monitor, you can take your pulse by 
placing your fingers on the underside of your wrist or on one side of your neck. Look at 

the second hand of a clock and count how many beats you feel in 15 seconds. Multiply 
this number by 4 to calculate the BPM (beats per minute). Your heart rate is required 

when you do your fitness test.  

 

7.2.6  Calculating Maximum Heart Rate  

For selecting the individual training intensity, it is important to determine one's own 
heart or pulse rate. For this, the use of a heart rate monitor is recommended. The 

pulse can also be determined by placing the middle and index fingers together on one 
side of the neck (a few centimeters outward from the larynx). Count the number of 

beats within a 15 second period and multiply by 4 to determine the beats per minute 
(BPM).  

To determine your maximum heart rate subtract your age from the number 220 
(general formula). The difference is an approximation of your maximum heart rate. 
This formula is used by the American Heart Association (AHA) and the American 

College of Sports Medicine (ACSM). Your actual maximum heart rate is determined by a 

stress test performed by your doctor. The American Heart Association recommends un-
dergoing a stress test if you have a history of heart disease or if you are over 40 years 

old and starting an exercise program. 

During training it is recommended not to exceed a value of 85% of  your maximum heart 
rate. Our programs are designed so that the heart rate remains within the target range. 

Your target range is between 60 and 75% of your maximum heart rate. If you find that 
your heart rate is above the 75%, you are probably running too fast. Reduce your speed 

or stop your workout for a brief moment to bring your heart rate back to the target 
range. 

Use the following chart to determine your heart rate range : 

 

Age  Maximum  
heart rate  
[BPM*]  

60% of the  
maximum heart 
rate  [BPM]  

75% of the  
maximum heart 
rate  [BPM]  

85% of the  
maximum heart 
rate  [BPM]  

20 200  120  150  170  

25 195 120 150 160 

30 190 110 140 160 

35 185 110 130 150 

40 180 100 130 150 

45 175 100 130 140 

50 170 100 120 140 

55 165  90  120 130 

60 160  90 120 130 

65 155  90 110 130 

70 150  90 110 120 

75 145  80 100 120 

 

Determine Heart 
Rate  

Maximum Heart 
Rate  

Heart Rate 

Recommendation  
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* BPM : Beats per minute, source: American College of Sports Medicine 

7.2.7  Contact  Heart Rate Measurement  

Grips which are located on the front cross bar of the railing transmit the user's heart 
rate. The transmission begins when the user holds on to the grips. After starting the d e-

vice, the user may hold his hands on the grips for a hea rt rate measurement at any 
time. Please wait 15 seconds to obtain an accurate heart rate reading. The user's heart 

rate is automatically displayed on the display panel under "Heart rate".  

 

NOTE 
The measurement of the heart rate via grips is not as exact as EKG and is on-
ly considered an approximation. 

 

7.2.8  Heart Rate Monitor s 

The display was designed so that the user's heart rate is indicated when compatible 

heart rate transmitters are used, i.e.  POLAR® measuring device (GymLink compatible) 
and ANT+ (4Front and Pro/Pro XL). In order to display the user's heart rate accurately 

on the screen, the built -in receiver display must receive a stable heart rate signal from 
the transmitter .  

Please visit www.polar.com/us-en/support/compatibility_with_my_Polar  and 
http://www.thisisant.com/directory/  to view a full list of monitors and devices with 
POLAR®  (GymLink) and ANT+ compatibility.  

Heart rate measuring systems consists of three main elements: 

¶ Sensor/transmitter  

¶ Chest strap/belt  or sport watch  

¶ Measuring device/console 

The receiver for the wireless system is installed in the measuring device assembly or the 

console display. When in operation the display shows the heart's activity in beats  per 
minute (BPM). 

 

 WARNING 
Danger of Electrical Disturbance!  

Using the transmitter from the heart rate monitor in conjunction with an ele c-

tric pacemaker may cause electrical interference and influence the functional i-
ty. This could cause a health hazard. 

Ʒ Never  use the heart rate monitor together with an electric pacemaker.  

 

7.2.8.1  Applying the Chest Strap  

The transmitter should be applied centrally below the chest muscles. After the belt is 
fastened, pull it away from the chest by stretching the strap and moistening the condu c-

tive electrode strips which are located below the buttons. The transmitter operates a u-
tomatically while it is worn. It does not work if the connection between the transmitter 
and the body is broken.  

http://www.polar.com/us-en/support/compatibility_with_my_Polar
http://www.thisisant.com/directory/
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Fig. 59 Chest strap with POLAR®  transmitter 

The sensor/transmitter is to be worn below the chest and above the abdomen, prefer a-

bly directly on the skin (not over clothing), logo to the  outside. Moisten the contact 
surface of the transmitter in order to transmit the best signal possible from the body to 

the measuring device.  

The chest strap can be washed. Remove belt from the transmitter, taking care not to 
bend the electrodes. Wash the strap and electrodes with warm water and mild soap. Do 

not machine wash the electrodes and do not use alcohol or other harsh cleaning sol-

vents. Since the transmitter can be activated by moisture, it should be wiped dry after 
cleaning. Never use force to clean the transmitter.  

The transmitter has a range of about 3 ft. (1 m). Depending on the model, the receiver 

is located in the display of the device or below the emergency -off switch on the railing. 
When positioning several treadmills next to each other ensure that a minimum distance 

between the devices is kept in order to avoid the interference of the transmission signals 
between runners. 

7.2.8.2  Transmitter Function  

The signal will only be transmitted if the transmitter is within 3 ft. (1 m) of the receiver. 

Note that variations in the heart rate display can occur when the transmi tter is too close 
to other heart rate measuring devices. Maintain at least 3 ft.  (1 m) distance from other 

devices.  

NOTE 
It is possible that the heart rate measurement reception is irregular or com-

pletely disrupted when the measuring device is too close to strong sources of 

electromagnetic radiation, for example, in the vicinity of overhead power 
lines, televisions, computers, electric motors, or other fitnes s equipment. Only 

one transmitter should be used within range of a receiver since the receiver 

might otherwise receive multiple signals and transmit inaccurate readings. 

7.3  Before Each Use  

Before the unit is put into operation, the following checks are to be  performed:  

¶ Running surface belt (dirt and damage to slats)  

¶ Mechanical function of the bar railing (clamping screw must be hand -tight)  

¶ Emergency stop magnet with pull-cord and clip attachment (damage and position)  

¶ Fall protection equipment e.g. ropes, carabiners, waist belt, etc. (wear and functio n-

ality)  

 WARNING 
Danger of Being Pulled into Moving Parts!  

In the event of a fall, long hair, loose clothing, shoe laces, or jewelry can 
be pulled into running surface entry points.  

Ʒ Remove jewelry and tie up long hair before using the device. 

Ʒ Ensure shoe laces do not extend beyond soles of running shoes. 

Positioning  

Cleaning  

Transmission Signal  
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7.4  Switching Device On/Off  

NOTE 
Ensure that NO emergency stop button or emergency stop mushroom is 

engaged. The emergency stop magnet with pull-cord must be attached to 

the field marked for this purpose.  

The device cannot be operated without releasing the emergency stop func-
tion and attaching the magnet to the magnetic switch.  

 

 WARNING 
Danger of Device Moving Down When Switched On!  

If the treadmill was in the inclined position prior to being switched off du r-
ing previous use, the device will automatically move back to the neutral 

position (0% incline). There is a danger of injury.  

Ʒ No one may be located in the area in front of the treadmill.  
Ʒ No objects may be located under the treadmill.  

Ʒ Check the position of the treadmill before switching it on.  

 

Fig. 60 ON/OFF switch 

When training is finished, switch the treadmill off agai n via the switch on the display. 
The device is in STAND-BY mode again.  

 WARNING 
Danger Through Speeding -Up of the Running Surface!  

If the drive motor is stopped (e.g. by pressing the STOP button, emergen-

cy stop, or by power failure) when set at an incline, the weight of the user 
(gravity) may cause the running surface to accelerate.  

Ʒ Use special caution when stopping the drive motor when set at an i n-

cline. 
Ʒ Users must be made aware of dangers before use. 

Switch the device off via the main switch on the power supply console when it will not be 

used for a long time.  

ATTENTION 
Do not move the running surface belt during the initialization phase (approx. 
3-4 seconds). The movement can be interpreted as a device malfunction by 

the control electronics and the device will switch off.  

Ʒ Never step on the running surface during the initialization phase.  
Ʒ Do not leave the device until it switches back into STAND-BY mode.  

Ʒ Never leave the treadmill unattended while it is switched on.  

To turn the device on, switch the power switch on the side of 

device frame (on the right) from position "0" to "I". The trea d-
mill is now in STAND-BY mode.  
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7.5  Using the Keypad  

The keypad can be attached to a suitable point on the handrail so that the controls are 
easily accessible to the runner. 

The magnetic mount makes it possible to remove the keypad from the railing. In this 
way the runner's supervisor can use the keypad as a remote control.  

Switch device on as described in Section 7.4. Make sure that the emergency stop mag-
net is mounted on the magnetic switch with its pull -cord, the clip is fixed to the runner's 

clothes, and that all emergency stop buttons are released.  

The buttons on the keypad are used for setting the speed and incli ne. The correspond-
ing speed or incline indicators are used for control. When the desired speed or incline 

has been reached, release the button. 

With these buttons, the user can increase or decrease the speed. The running speed 
increases or decreases continually as long as the button is pressed. Watch the speed 

indicator on the display during the adjustment  and release the button at the desired 
speed. 

With these buttons, the user can adjust the incline of the device. The incline increases or 
decreases continually as long as the button is pressed. Watch the incline indicator on the 
display. Release the button at the desired incline. 

The treadmill can be stopped with the STOP button. The gradual braking of the running 
surface speed is comfortable, so the user still travels a few meters before the unit stops 
(depends on the previous speed). If the running surface belt is stopped, the treadmill 

goes to the STOP mode. The incline is maintained.  

Pressing the STOP button a second time causes the treadmill - should it still be at an i n-
cline - to move back to its starting position (0% incline). The treadmill remains in STOP 

mode. 

7.6  Standard Display  

The keys on the display panels are membrane-type switches, with which complete con-

trol of the device is possible. The emergency switch is a magnetic sensor which detects 
the presence of a magnet and switches the treadmill off immediately when the magnet 

is removed.  

There are 5 indicators, each with 7 segments with which program statistics are di s-
played. The 4-digit displays are programmed to display the time in the 00:00 format.  

The numeric keypad (Path and Mercury only) is used for CSAFE compatibility and has no 

other function.  

 

Fig. 61 Standard display l 

Button F unctions  

[+] [ - ] Buttons  

[¬] [ ®] Buttons  

STOP Button  
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Fig. 62 Standard display ll 

 

Fig. 63 Standard display lll 

7.6.1  Display Parameters  

¶ Manual speed and incline control 

¶ Statistics display: distance, calories, time, pace, heart rate, and METs 

¶ Treadmill SPEED and INCLINE display 

¶ Controlled increase/decrease of speed, safety checks, and automatic shut-off in 

case of errors 

7.6.2  Training Parameters  

Press the FAST key to start training. The speed increases from "0". The time LED is lit 
and the time is displayed and counted in the TIME display in the 00:00 format . The 

DISTANCE and HEART RATE LEDs are lit and the corresponding values are displayed. 

During training the user can change the incline using the UP/DOWN incline keys, and the 
speed using the FAST/SLOW speed keys. The user can interrupt the training at any time 

using the PAUSE key.  

When the user presses the PAUSE key, the treadmill stops. The TIME display indicates 
"PAUSE" and the other 7-part displays maintain the values from the time that the PAUSE 

key was pressed. To begin training again, the user can press the PAUSE key again. The 
speed is increased to the former value and the TIME display starts counting the time.  

During training, the user can press the ñPACE, CALORIES, METSò key to change between 
the values for the distance, time , and heart rate. The distance is replaced by calories, 
the time is replaced by pace, and the heart rate is replaced by METS. When the PACE, 

CALORIES, METS key is pressed again, the displays show the original values again. The 

LEDs for the respective statistics are lit.  

Training Start  

Active Control s 

Pause Training  

Displayed Statistics  
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The user can press the OFF key at any time to end the training session. Speed and 
incline are reset to zero. The training statistics are displayed for 10 seconds. The time 

display shows the total time and the DISTANCE/CALORIES display shows the total dis-

tance and total calories burned alternately.  

 

NOTE 
The STOP key on the side switches corresponds to the OFF key on the screen. 

7.6.3  Description of Display Elements  

The indicators in the display indicate the following data:  

The time is displayed in 00:00 format. Time is always counted.  

The speed is displayed in 00.0 format. The SPEED shows the user's current speed in 
miles per hour (MPH). Valid max. speeds vary depending on the model and applicable 

options.  

The distance is displayed in 00.00 format. DISTANCE shows the accumulated user's 
distance in miles. 

The calories are displayed in 0000 format. CALORIES shows the user's accumulated 
burnt calories. They are calculated using the ACSM formula,  

([Workout METs] * 3.5 * [Userôs weight in kg.] / 200).  

If no weight is entered, the calories are calculated based on a standard weight of 150 
lbs. (70 kg).  

The time/mile is displayed in 00:00 format. PACE represents the time required to run 

one mile at the current speed.  

METs are displayed in 00.0 format and are calculated using the ACSM formula,  
(VO2 Max / 3.5), where the walking VO2 Max is (3.5 + [2.68 * speed in MPH] + [0.48 * 

speed in MPH] * [% grade]) and the running VO2 Max is (3.5 + [5.36 * speed in MPH] 
+ [0.24 * speed in  MPH] * [% grade]).  

The heart rate is displayed in 000 format. It  represents the user's actual heart rate.  

The incline display is used to show the user's current incline or to set the incline. Valid 

incline values start at 0% and increase in steps of 0.1% to the max . incline (varies 
depending on the model and the associated options). 

7.7  Group Training Display  

The keys on the display panels are membrane-type switches, with which complete con-

trol of the device is possible. The emergency switch is a magnetic sensor which detects 
the presence of a magnet and switches the treadmill off immediately when the magnet 

is removed.  

There are 5 indicators, each with 7 segments with which program statistics are di s-
played. The 4-digit displays are programmed to display the time in the 00:00 format.  

 

 

Fig. 64 Group Training Display 
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TIME  

SPEED  

DISTANCE  

CALORIES  

PACE 

METS 

HEART RATE  

INCLINE  



  

03/2016 ï UM-MT-EN-01 69 

7.7.1  Display Parameters  

¶ Manual speed and incline control 

¶ Quickset speed and incline control 

¶ Statistics display: distance, calories, time, pace, heart rate, and METs 

¶ Treadmill SPEED and INCLINE display 

¶ Controlled increase/decrease of speed, safety checks, and automatic shut-off in 

case of errors 

 

7.7.2  Training Parameters  

Press the FAST key to start training. The speed increases from "0". The time LED is lit 

and the time is displayed and counted in the TIME display in the 00:00 format. The 
DISTANCE and HEART RATE LEDs are lit and the corresponding values are displayed. 

During training the user can change the incline using the UP/DOWN incline keys, and the 
speed using the FAST/SLOW speed keys. The user can interrupt the training at any time 
using the PAUSE key.  

During training, the user can use the quickset speed and incline control keys to more 
quickly change the speed or incline to the desired level. To set the speed or incline to a 
value between those available using quickset keys, select the nearest quickset value key 

and then use the manual controls as described above to adjust to the desired value.  

When the user presses the PAUSE key, the treadmill stops. The TIME display indicates 
"PAUSE" and the other 7-part displays maintain the values from the time that the PAUSE 

key was pressed. To begin training again, the user can press the PAUSE key again. The 
speed is increased to the former value and the TIME display starts counting the time.  

During training, the user can press the ñPACE, CALORIES, METSò key to change between 
the values for the distance, time, and heart rate. The dis tance is replaced by calories, 
the time is replaced by pace, and the heart rate is replaced by METS. When the PACE, 

CALORIES, METS key is pressed again, the displays show the original values again. The 

LEDs for the respective statistics are lit.  

The user can press the OFF key at any time to end the training session. Speed and 
incline are reset to zero. The training statistics are displayed for 10 seconds. The time 

display shows the total time and the DISTANCE/CALORIES display shows the total dis-
tance and total calories burned alternately.  

 

NOTE 
The STOP key on the side switches corresponds to the OFF key on the screen. 

 

  

Training Start  

Manual Controls  

Pause Traini ng  

Displayed Statistics  

End Train ing  

Quickset Controls  
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7.7.3  Description of Display Elements  

The indicators in the display indicate the following data:  

The time is displayed in 00:00 format. Time is always counted.  

The speed is displayed in 00.0 format. The SPEED shows the user's current speed in 
miles per hour (MPH). Valid max. speeds vary depending on the model and applicable 

options.  

The distance is displayed in 00.00 format. DISTANCE shows the accumulated user's 
distance in miles. 

The calories are displayed in 0000 format. CALORIES shows the user's accumulated 

burnt calories. They are calculated using the ACSM formula,  
([Workout METs] * 3.5 * [Userôs weight in kg.] / 200).  

If no weight is entered, the calories are calculated based on a standard weight of 150 
lbs. (70 kg).  

The time/mile is displayed in 00:00 format. PACE represents the time required to run 

one mile at the current speed.  

METs are displayed in 00.0 format and are calculated using the ACSM formula,  
(VO2 Max / 3.5), where the walking VO2 Max is (3.5 + [2.68 * speed in MPH] + [0.48 * 

speed in MPH] * [% grade]) and the running VO2 Max is (3.5 + [5.36 * speed in MPH] 
+ [0.2 4 * speed in MPH] * [% grade]).  

The heart rate is displayed in 000 format. It represents the user's actual heart rate.  

The incline display is used to show the user's current incline or to set the incline. Valid 

incline values start at 0% and increase in steps of 0.1% to the max. incline (varies 
depending on the model and the associated options). 

7.8  Personal Trainer Display  

The keys in the display panel are membrane type switches which allow the user to type 

in command parameters to control treadmill operation. The user can also monitor trai n-
ing progress. There are 5 indicators each with 7 segments with which program statistics 

are displayed. 

 

Fig. 65 Personal trainer display l 
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Fig. 66 Personal trainer display ll 

 

Fig. 67 Personal trainer display lll 

In the LCD display with a resolution of 320 x 240 pixels, the user's program selection 
profile and the progress during training are shown. With the program profiles , the speed 

and incline curves are shown in charts.  

The heart rate is measured using an ANT+ and POLAR®  compatible receiver. In addition, 
there is an EKG heart rate sensor in the railing for measuring the heart rate through 

grip. 

 

NOTE 
The measurement of the heart rate via grips is not as exact as EKG and is on-

ly considered an approximation. 

The user can control and display the following functions using the operator keypad:  

 

¶ Manual speed and incline control 

¶ Statistics display of speed, incline, time, calories, METs, pace, distance, and heart 

rate 

¶ 10 integrated programs including manual operation  

¶ 99 user modifiable programs 

¶ Automatic speed and incline adjustment in programs  

¶ Controlled increase/decrease of speed, safety checks, and automatic shut-off in 

case of errors 

  

Operating Functions  
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The following values appear in the personal trainer display to allow the user to monitor 
his progress: 

 

¶ Speed profile 

¶ Incline profile  

¶ Time/ height  

¶ METs 

¶ Calories/distance 

¶ Pace 

¶ Heart rate 

¶ Calories per hour 

7.8.1  Description of Display Elements  

The time is displayed in 00:00 format. In the user -defined mode, the time is counted up 

from zero. In the program modes , the time is counted down.  

The speed is displayed in 00.0 format. SPEED represents the user's current speed in 
miles per hour (MPH), or it may be used to set the user's target speed. Valid speeds 

range from 0.0 to the max. speed (varies depending on the model and applicable op-
tions).  

The distance is displayed in 00.00 format. DISTANCE shows the accumulated user's 

distance in miles. The distance is accumulated until the program is terminated or the 
user presses the PAUSE button.  

The calories are displayed in 0000 format. CALORIES shows the user's accumulated 

burnt calories. They are calculated using the ACSM formula,  
([Workout METs] * 3.5 * [Userôs weight in kg.] / 200).  

If no weight is entered, the calories are calculated based on a standard weight of 150 
lbs. (70 kg).  

The pace is displayed in 00:00 format. TIME represents the time required to run one 

mile at the current speed.  

METs are displayed in 00.0 format and are calculated using the ACSM formula,  
(VO2 Max / 3.5), where the walking VO2 Max is (3.5 + [2.68 * speed in  MPH] + [0.48 * 

speed in MPH] * [% grade]) and the running VO2 Max is (3.5 + [5.36 * speed in MPH] 
+ [0.24 * speed in MPH] * [% grade]).  

The heart rate is displayed in 000 format. It  represents the user's actual heart rate.  

The INCLINE display is used to show the user's current incline or to set the incline. Valid 

incline values start at 0% and increase in steps of 0.1% to the max . level of incline 
(varies depending on the model and the associated options). 

7.8.2  Quick Start (User -Defi ned Operation)  

1. First, ensure that the treadmill is plugged into the power supply and that the power 
switch (cutout in the side cover bottom right) is switched on.  

2. Check that the emergency stop magnet is in place.  

3. To turn the display press and hold the ON key until the LED and LCD displays are lit. 
All functions can now be operated using the mentioned surrounding keys:  

¶ Quick Start 

¶ Manual Mode (with weight entry)  

¶ Fitness programs 

¶ Fitness tests 

Note: All specified options are located on the far left o f the display and can be selected 
there directly.  

Displayed  
Information  
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7.8.3  Quick Start Display Parameter  

The time is counted up from zero, the speed starts at 0.1 MPH and the distance traveled 
and calories are accumulated. Speed is input directly by the user using either the 

FAST/SLOW keys or the number pad. An oval ¼ mile ( 400-meter) track is displayed on 
the LCD display. A blinking point which represents the user's position moves around the 

track (counter-clockwise). In the middle of the track "Lap = 0" is displayed. Each lap 

around the track represents ¼ mile ( 400 m). The lap counter counts each completed 
lap.  

During training in user defined mode, the user can change the incline using the  

UP/DOWN incline keys, and the speed using the FAST/SLOW speed keys. The user can 
interrupt the training at any time by pressing the PAUSE key.  

The user course is laid out as shown in the following figure:

 

Fig. 68 User-defined track 

When the user presses the PAUSE key, the treadmill slows to a stop. The following 

information is shown on the LCD display: "Treadmill Paused. Press PAUSE to resume".  

The statistics are paused when the PAUSE key is pressed. When the user presses the 
PAUSE key again, the workout resumes. The CLEAR key is activated during the pause. 

Pressing the CLEAR key will reset all of the treadmill statistics.  

The statistics are displayed in the bottom of the screen throughout the train ing. It di s-
plays the information PACE, CALORIES, CAL/HOUR, VERTICAL, and METS. 

7.8.4  Starting a Training Program  

Before starting a training program, it is advisable to consult a certified training profe s-
sional or doctor. The program setup is started by pressing the FITNESS PROGRAMS but-

ton on the left side of the screen (or by selecting this option in the main START menu).  

Once you are in a program, you must use the number keys or the FAST/SLOW keys to 
set all required values. Scroll to change fields. 

The program profile and the program title are displayed in the LCD display. The standard 

difficulty level 1 is displayed. The program profile is initially displayed at a higher level in 
order to better recognize the process. The desired difficulty level can be entered using 

the number keys. When selecting a difficulty level, the user should consider his current 
level of fitness and training goals. The current training level can be deleted using the 

CLEAR key. When the user has finished entering the desired training level, press the 
scroll key to confirm the entry and enter to the next value.  

The program time must be entered. The default time of 20:00 is displayed. The user can 
enter the desired training duration using the number keys. The current time can be 
deleted using the CLEAR key. When the user has finished entering the desired training 

duration, press the scroll key to confirm the entry and enter to the next value.  

Next the user's weight must be e ntered. For a quick start, the user can bypass the 
weight menu by simply pressing the FAST key and accepting the standard weight of 150 

lbs. (70 kg). He can then start the user -defined training or enter a weight using the ke y-

Pausing Workout  

Entering the  
Difficulty Level  

Entering Program 
Time  

Entering Weight  

LAP = 0  
1 lap = ¼ mile  

 lap = ¼ mile
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pad. Valid weight values are 50-500 lbs. (22-227 kg). The current weight can be deleted 
using the CLEAR key. When the user has finished entering the weight, he can press the 

ENTER key to confirm the entry and begin training. 

The time is counted down to zero, then speed and  incline will be set to the first segment 
values. Distance and calories are accumulated. The program profile is shown on the LCD 

display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the use r can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 
changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 

on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 
paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program"). 

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" for 3 seconds. 
Speed and incline are then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero. "TOTALS: PACE= 00:00, 
CALORIES = 0000, METs =0.00" will be displayed on the LCD for 5 seconds. Then the 

display will then switch off.  
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7.8.5  Fitness Programs  

Follow the instructions below to begin the Heart Rate Control fitness program.  

 

Fig. 69 Fitness Programs menu - Heart Rate Control 

NOTE 

The automatic heart rate programs can only work effectively if you wear a 
chest strap for heart rate measurement!  

1. To open the program setup screen, first press the FITNESS PROGRAMS button on the 

left side of the screen. Once there, use the SCROLL keys to highlight the ñHeart Rate 
Controlò program (if it is not highlighted already) and then press ENTER. 

2. When the automatic heart rate program has been selected, the user is prompted to 
enter his AGE, TARGET HEART RATE, MAXIMUM SPEED, MAXIMUM TIME, and 
WEIGHT on the initia l screen. AGE can be entered using the number pad.  

¶ Valid age entries are 15ï100. 

¶ The current age can be deleted using the CLEAR key.  

¶ Use the SCROLL keys to move to the next field.  

¶ When the age is changed, the target heart rate changes automatically.  

3. Proceed to the next field once the displayed values are correct. 

4. The target heart rate can also be entered using the number pad. After the c orrect 
value has been entered, the SCROLL keys can be used to move to the next field. The 

user must select the control type by using the FAST/SLOW keys (i.e. SPEED ONLY, 

INCLINE ONLY, or BOTH). 

If the automatic heart rate program is selected with ñSPEED ONLYò or ñBOTHò criteria, the 
user must next select the maximum speed using the number keys. Use the SCROLL keys 

to complete the entry by entering the userôs weight and maximum time (or just press 
ENTER to use the current values). 

When training begins, the automatic heart rate profile is displayed on the LCD display. 

Above the profile illustration , a title will be displayed which indicates what kind of heart 
rate program is being used. 

Heart Rate 
Control  
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Fig. 70 Live data screen - Heart Rate Control 

 

NOTE 
The value 0.1 MPH can be seen in the speed display. To actually start the 

workout you must manually select the speed of the device. The heart rate 
program will take over control of the speed after a few seconds.  

 

While using the program, the user can change the incline and speed. The target heart 

rate can be changed at any time while the heart rate program is being executed. The 
user can enter a new target heart rate using the number keys. Press the CLEAR key to 

delete the newly entered t arget heart rate. Press the ENTER key to confirm it. 

Only one of the heart rate program types can be used during training. The user selects 

the desired algorithm during program setup.  

 

This program only controls the incline. The user selects the speed. 

 

Fig. 71 Heart Rate Control - Incline Only 

 

Heart Rate Control,  
Incline Only  
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The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 
lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and  return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 

switch off.  

The heart rate control (only incline) program functions as follows:  

¶ If the actual heart rate is 80 beats per minute (BPM) below the target, the incline is 

not adjusted. As a result, proper warm -up phase is possible. 

¶ If the actu al heart rate is 26-80 BPM below the target, the incline will increase 1% 

after 15 seconds. 

¶ If the actual heart rate is 6 -25 BPM below the target, the incline will increase 1% 

after 30 seconds. 

¶ If the actual heart rate is 3 -25 BPM below the target, the incline will increase 0.5% 

after 30 seconds. 

¶ If the actual heart rate is at least 3 BPM above the target, the incline will decrease 

1% after 15 seconds. 

¶ There is no adjustment when the actual heart rate deviates from th e target by a 

maximum of 2 BPM. 

This program only controls the speed. The user selects the incline. 

 

Fig. 72 Heart Rate Control - Speed Only 
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The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 
changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 

on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 
paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and  return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 

switch off.   

The heart rate control (only speed) program functions as follows:  

¶ If the actual heart rate is 80 beats per minute (BPM) below the target, the speed is 

not adjusted. As a result, proper warm -up phase is possible. 

¶ If the actual heart rate is 26-80 BPM below the target, the speed will increase 0.4 

MPH (0.64 km/h) after 8 seconds. 

¶ If the actual heart rate is 6 -25 BPM below the target, the speed will increase 0.2 

MPH (0.32 km/h) after 15 seconds. 

¶ If the actual heart rate is 3 -5 BPM below the target, the speed will increase 0.1 

MPH (0.16 km/h) after 15 seconds. 

¶ If the actual heart rate is at least 3 BPM above the target, the speed will decrease 

0.2 MPH (0.32 km/h) after 15 seconds. 

¶ There is no adjustment when the actual heart rate dev iates from the target by a 

maximum of 2 BPM. 

 

This program controls the incline as well as the speed. 

 

Fig. 73 Heart Rate Control - Both 
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The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 
changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 

on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 
paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and  return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 

switch off.   

The heart rate control (incline and speed) program functions as follows, following the 
above algorithms:  

¶ The speed is increased in increments until 80% of the user's maximum speed is 

reached (calculation based on user training level input).  

¶ The incline is increased in increments until 10% of the maximum treadmill incline is 

reached. 

¶ The speed is increased in increments until the user's maximum speed is reached. 

¶ The incline is increased until the maximum treadmill incline is reached. 
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This is a conditioning program, designed to build strength and endurance,  that requires 
peak performance in the middle of training. These program s build strength and endur-

ance. 

1. To open the program setup screen, press the FITNESS PROGRAMS button on the 
left side of the screen. Then use the SCROLL keys to highlight the ñGOALò program 

and press ENTER to select. 

2. Once in the program setup screen, use the SCROLL keys to toggle between LEVEL, 
TIME, and WEIGHT fields. Adjust to the desired values using either the FAST/SLOW 

keys or the number pad. Once desired settings are displayed, press ENTER to begin.

Fig. 74 Fitness Programs menu and data entry - Goal 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running , the user can change the incline using the UP/DOWN 
incline keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 
lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

change. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").   

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 

switch off.  

 

Goal  Program  

Program Start  

Usable Variables   

Pausing During  
Training  

Displaying the 

Statistics  

Program End 



  

03/2016 ï UM-MT-EN-01 81 

 

Fig. 75 Fitness Program level outline ï Goal  

Stage  
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Designed to provide exercise at a constant level, this program utilizes a constant load 
and gradual warm-up and cool-down phases.  

Follow the instructions below to begin the Weight Loss fitness program. 

1. To open the program setup screen, press the FITNESS PROGRAMS button on the 

left side of the screen. Then use the SCROLL keys to highlight the ñWEIGHT LOSSò 
program and press ENTER to select. 

2. Once in the program setup screen, use the SCROLL keys to toggle between LEVEL, 
TIME, and WEIGHT fields. Adjust to the desired values using either the FAST/SLOW 

keys or the number pad. Once desired settings are displayed, press ENTER to begin.

Fig. 76 Fitness Programs menu and data entry ï Weight Loss 

The time is counted down to zero, and then speed and incline will be set to the first 

segment values. Distance and calories are accumulated. The program profile is shown 
on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 
training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 
the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 

key will reset all the treadmill statistics and  return the user to the opening screen (the 
LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-

mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 
found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 

is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 77 Fitness Program level outline ï Weight Loss  

Stage  
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This program is designed to improve the userôs aerobic condition using high-level train-
ing with 3 very intense phases. 

Follow the instructions below to begin the Aerobic fitness program.  

1. To open the program setup screen, press the FITNESS PROGRAMS button on the 
left side of the screen. Then use the SCROLL keys to highlight the ñAEROBICò pro-
gram and press ENTER to select. 

2. Once in the program setup screen, use the SCROLL keys to toggle between LEVEL, 
TIME, and WEIGHT fields. Adjust to the desired values using either the FAST/SLOW 

keys or the number pad. Once desired settings are displayed, press ENTER to begin.

Fig. 78 Fitness Programs menu and data entry ï Aerobic 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 
lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 
the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 

key will reset all the treadmill statistics and  return the user to the opening screen (the 
LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 
found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 79 Fitness Program level outline ï Aerobic 
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Follow the instructions below to set up and begin the Interval fitness program.  

1. To open the program setup screen, first press the ñFITNESS PROGRAMSò button on 
the left side of the screen. Once there, use the SCROLL keys to highlight the ñInter-

valò program and then press ENTER. 
2. Once in the program setup screen, use the SCROLL keys to toggle between the vari-

ous fields. Adjust to t he desired value in each field using either the FAST/SLOW keys 

or the number pad. Speed and Incline must be entered for each interval as well as 
the desired overall time and the userôs weight. Once all fields show your desired set-

tings, press ENTER to begin. 

Fig. 80 Fitness Programs menu ï Interval  

Fig. 81 Data entry ï Interval  

Aerobic Program  
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Fig. 82 Live data screen ï Interval  

 

During any specific interval, the SPEED and INCLINE may be adjusted manually. Regard-
less of the SPEED and INCLINE changes made by the user during an interval, the 

SCROLL keys still revert to the opposite interval settings as normal.  

The statistics are displayed at the bottom of t he screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. During an Interval Fitness Program, 3 diagrams will be shown: the INCLINE (red) 
will be shown on top, the SPEED (green) is shown in the middle, and the userôs heart 

rate (yellow) is shown at the bottom. Use the SCROLL keys to alternate between the two 
interval settings established in step 2. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.   
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This is an interesting and challenging training program  that selects varying speed and 
incline changes at random intervals. 

  Follow the instructions below to begin the Random fitness program. 

1. To open the program setup screen, first press the ñFITNESS PROGRAMSò button on 
the left side of the screen. Once there, use the SCROLL keys to highlight the ñRan-
domò program and then press ENTER. 

Fig. 83 Fitness Programs menu and data entry ï Random 

2. Once in the program setup screen, use the SCROLL keys to toggle between the 
LEVEL, TIME, and WEIGHT fields. Adjust to the desired value in each of these fields 

using either the FAST/SLOW keys or the number pad. Once all fields show your de-

sired settings, press ENTER to begin. 

 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 
on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 
training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 
the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 

key will reset all the treadmill statistics and return the user to the opening screen (the 
LCD display shows the message "Press 'FAST' for Quick Start or select a program").   

The statistics are displayed at the bottom of the screen throughout training. Here info r-

mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 
found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 

is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 84 Fitness Program level outline ï Random  

Stage  
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A program with increasing load and two different phases, each with a peak load , this 
program builds endurance. 

Follow the instructions below to begin the Stamina fitness program.  

1. To open the program setup screen, first press the ñFITNESS PROGRAMSò button on 
the left side of the screen. Once there, use the SCROLL keys to highlight the ñStami-
naò program and then press ENTER. 

Fig. 85 Fitness Programs menu and data entry ï Stamina 

2. Once in the program setup screen, use the SCROLL keys to toggle between the 
LEVEL, TIME, and WEIGHT fields. Adjust to the desired value in each of these fields 

using either the FAST/SLOW keys or the number pad. Once all fields show your de-
sired settings, press ENTER to begin. 

 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 
lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout train ing. Here infor-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 86 Fitness Program level outline ï Stamina  

Stage  
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The program has a slowly increasing load. Here you will gradually increase to the top 
speed for the selected intensity level before a final cool-down phase. 

Follow the instructions below to begin the Ramp fitness program.  

1. To open the program setup screen, first press the ñFITNESS PROGRAMSò button on 
the left side of the screen. Once there, use the SCROLL keys to highlight the ñRampò 
program and then press ENTER. 

Fig. 87 Fitness Programs menu and data entry ï Ramp 

2. Once in the program setup screen, use the SCROLL keys to toggle between the 
LEVEL, TIME, and WEIGHT fields. Adjust to the desired value in each of these fields 

using either the FAST/SLOW keys or the number pad. Once all fields show your de-
sired settings, press ENTER to begin. 

 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 

on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 

training at any time by pressing the PAUSE key. The status of the selected program 
lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 

changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 

paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 
key will reset all the treadmill statistics and return the user to the opening screen (the 

LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-
mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 

found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 
is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 88 Fitness Program Level Outline ï Ramp  

Stage  
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This program is a distance-based program with a simulated 5 -kilometer (3.1 mile) race 
track. The user determines the running speed by selecting an intensity level.  

Follow the instructions below to begin the 5 K fitness program. 

1. To open the program setup screen, first press the ñFITNESS PROGRAMSò button on 
the left side of the screen. Once there, use the SCROLL keys to highlight the ñ5Kò 
program and then press ENTER. 

Fig. 89 Fitness Programs menu and data entry ï 5K 

2. Once in the program setup screen, use the SCROLL keys to toggle between the 

LEVEL, TIME, and WEIGHT fields. Adjust to the desired value in each of these fields 
using either the FAST/SLOW keys or the number pad. Once all fields show your de-

sired settings, press ENTER to begin. 
 

The time is counted down to zero, and then speed and incline will be set to the first 
segment values. Distance and calories are accumulated. The program profile is shown 
on the LCD display. The number keys, CLEAR key, and ENTER key are now deactivated.  

While the program is running the user can change the incline using the UP/DOWN incline 
keys, and the speed using the FAST/SLOW speed keys. The user can interrupt the 
training at any time by pressing the PAUSE key. The status of the selected program 

lights up to show progress. The signal sounds 3 seconds before the speed and/or incline 
changes. 

When the PAUSE key is pressed, the treadmill stops. The following information is shown 
on the LCD display: "Treadmill Paused. Press PAUSE to resume.ò The statistics are 
paused when the PAUSE key is pressed. When the user presses the PAUSE key again, 

the workout resumes. The CLEAR key is activated during the pause. Pressing the CLEAR 

key will reset all the treadmill statistics and return the us er to the opening screen (the 
LCD display shows the message "Press 'FAST' for Quick Start or select a program").  

The statistics are displayed at the bottom of the screen throughout training. Here info r-

mation such as PACE, CALORIES, CALORIES/HR, VERTICAL FEET, and METs can be 
found. 

When the program is completed, the LCD will read "Program Complete" and the SPEED 

is then reset to zero.  

When the OFF key is pressed, speed and incline reset to zero and the display will then 
switch off.  
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Fig. 90 Fitness Program Level Outline, 5K  

Stage  














































































