Handlebar Sleeve

Difficulty

Introduction
If the handlebar sleeve is cracked or damaged, replace using this SOP.

Tools
 Phillips head screwdriver
« 3/8in 6 mm Hex Bit
e 1/4in and 3/8in Stubby Ratchet
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Getting Started: Replacing Handlebar Sleeve

Step 1 - Process Steps

e Begin by removing the touchscreen from the handlebars according to
Touchscreen Replacement SOP (here).


https://cdn.embedly.com/widgets/media.html?src=https%3A%2F%2Fwww.youtube.com%2Fembed%2FcKcYG52pQAU%3Ffeature%3Doembed&display_name=YouTube&url=https%3A%2F%2Fwww.youtube.com%2Fwatch%3Fv%3DcKcYG52pQAU&image=https%3A%2F%2Fi.ytimg.com%2Fvi%2FcKcYG52pQAU%2Fhqdefault.jpg&key=40cb30655a7f4a46adaaf18efb05db21&type=text%2Fhtml&schema=youtube
https://cdn.embedly.com/widgets/media.html?src=https%3A%2F%2Fwww.youtube.com%2Fembed%2FcKcYG52pQAU%3Ffeature%3Doembed&display_name=YouTube&url=https%3A%2F%2Fwww.youtube.com%2Fwatch%3Fv%3DcKcYG52pQAU&image=https%3A%2F%2Fi.ytimg.com%2Fvi%2FcKcYG52pQAU%2Fhqdefault.jpg&key=40cb30655a7f4a46adaaf18efb05db21&type=text%2Fhtml&schema=youtube
https://www.google.com/

Using a 6mm hex bit, remove the bolt holding the monitor arm into the
handlebar.

Loosen the L-handle on the front of the post and lower the handlebars all the
way down.



e Remove the screw at the bottom of the handlebar post using a Phillips head
screwdriver.

Step 2 - Process Steps



Remove the handlebars from the handlebar post. This can be difficult if the
sleeve is damaged.

Using a small Allen wrench, push the pin inside the sleeve. This will free the
sleeve from the head tube.



o Slide the new sleeve into the head tube and snap into place.
o Slide the handlebars back into the sleeve and tighten the L-handle. Insert the
screw into the bottom of the post.



o Replace the monitor arm and console using a 6mm hex bit.



